
NATURAL GRADE LINE LVL.
(+00.0)

GROUND FLR. FIN. LVL. 
(+600.0)

RAISED FLR. FIN. LVL.
(+1200.0) NATURAL GRADE LINE LVL.

(+00.0)

GROUND FLR. FIN. LVL. 
(+600.0)
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IMAM AREA

BALAU TIMBER GRILLS

150mmTHK. x 700mm HIGH RETAINING WALL

600X300mm GLAZED CERAMIC FLOOR TILES
COTTO TILES WALDEN SERIES - WALDEN BEIGE PEI 3
(NOTE: ALSO USED FOR WALL TILES UP TO 900mm HIGH)

F.F.L. +1050.0
IMAM AREA

BALAU TIMBER GRILL SYSTEM
SCREWED TO THE RETAINING WALL

2214

DETAIL 02 - REAR ENTRANCE STAIRCASE DETAIL

SECTION B-B

4
3

2
1

4 3 2 1

150mm THK. SOLID
MASONRY BLOCK WALL

75mm THK. GROUND SLAB-ON-FILL
(REINF.: R6@250C/C B/W/)

150mm THK. SOLID
MASONRY BLOCK WALL

200mm thk. masonry block wall
w/ 20mm thk. rendering on both sides
in selected paint finish

300MM X 300MM NON - SLIP HOMOGENEOUS
TILES WITH 50MM WIDE  NOSING STRIP
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DETAIL D - IMAM AREA
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SECTION A-A

150mm THK. RETAINING WALL

25MM THK. SOLID
TIMBER COPING
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