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GROUND FLOOR LEVEL PLAN / 1\
SCALE:1/200 \__/

LAND AREA = 2249.00 SQM
BUILD UP AREA = 575.61 SQM

GROUND FLOOR BUA = 483.12 SQM
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Copyridnted Al rights reserved. No
part of this desion to be altered or
reproduced without writken permission

from TRUSTENG,

NOTES:

1. STRUCTURAL ELEMENTS TO BE
CONSTRUCTED TO C&S' DESIGN,DETAILS AND
SECTIONS.

2. ALL WET AND SEMI WET AREAS TO HAVE
DRAINAGE OUTLETS. MAIN CONTRACTOR AND
C&S TO PROPOSE ON THE WATER SUPPLY
AND DISCHARGE TO THE SEWER.

3. MAIN CONTRACTOR AND THE
WATERPROOFING SPECIALIST TO INSPECT
ALL SURFACES TO RECEIVE
WATERPROOFING AND TO INFORM
CONSULTANTS IF THERE IS ANY CONDITION,
WHICH PREVENTS THE PROPER APPLICATION
OF THE WATERPROOFING MATERIALS.

4. MAIN CONTRACTOR TO ENSURE ALL AREAS
EXPOSED TO CONDENSATION OR IMMERSED
IN WATER TO BE WATERPROOFED. MAIN
CONTRACTOR TO RAISE TO CONSULTANTS IF
THERE ARE DEVIATION OR DISCREPANCIES.
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FIRST FLOOR LEVEL PLAN / 2\

SCALE:1/200 \__/

LAND AREA = 2249.00 SQM
BUILD UP AREA =575.61 SQM

FIRST FLOOR BUA = 92.49 SQM
(INCLUDING TERRACES)

1. STRUCTURAL ELEMENTS TO BE
CONSTRUCTED TO C&S' DESIGN,DETAILS AND
SECTIONS.

2. ALL WET AND SEMI WET AREAS TO HAVE
DRAINAGE OUTLETS. MAIN CONTRACTOR AND
C&S TO PROPOSE ON THE WATER SUPPLY
AND DISCHARGE TO THE SEWER.

3. MAIN CONTRACTOR AND THE
WATERPROOFING SPECIALIST TO INSPECT
ALL SURFACES TO RECEIVE
WATERPROOFING AND TO INFORM
CONSULTANTS IF THERE IS ANY CONDITION,
WHICH PREVENTS THE PROPER APPLICATION
OF THE WATERPROOFING MATERIALS.

4. MAIN CONTRACTOR TO ENSURE ALL AREAS
EXPOSED TO CONDENSATION OR IMMERSED
IN WATER TO BE WATERPROOFED. MAIN
CONTRACTOR TO RAISE TO CONSULTANTS IF
THERE ARE DEVIATION OR DISCREPANCIES.
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Copyrighted Al rights reserved. No
part, of this desion to be altered or
reproduced without written permission

from TRUSTENG,

NOTES:

1. STRUCTURAL ELEMENTS TO BE CONSTRUCTED
TO C&S' DESIGN,DETAILS AND SECTIONS.

2. ALL WET AND SEMI WET AREAS TO HAVE
DRAINAGE OUTLETS. MAIN CONTRACTOR AND
C&S TO PROPOSE ON THE WATER SUPPLY AND
DISCHARGE TO THE SEWER.

3. MAIN CONTRACTOR AND THE WATERPROOFING
SPECIALIST TO INSPECT ALL SURFACES TO
RECEIVE WATERPROOFING AND TO INFORM
CONSULTANTS IF THERE IS ANY CONDITION,
WHICH PREVENTS THE PROPER APPLICATION
OF THE WATERPROOFING MATERIALS.

4. MAIN CONTRACTOR TO ENSURE ALL AREAS
EXPOSED TO CONDENSATION OR IMMERSED IN
WATER TO BE WATERPROOFED. MAIN
CONTRACTOR TO RAISE TO CONSULTANTS IF
THERE ARE DEVIATION OR DISCREPANCIES.

*

**  PLEASE REFER TO SECOND OR FOURTH
ELEVATION FOR MATERIAL KEY FOR FINISHES.
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from TRUSTENG,

NOTES:

1. STRUCTURAL ELEMENTS TO BE CONSTRUCTED
TO C&S' DESIGN,DETAILS AND SECTIONS.

2. ALL WET AND SEMI WET AREAS TO HAVE
DRAINAGE OUTLETS. MAIN CONTRACTOR AND

STEEL SUPPORT TO BE ALUMINUM AND GLAZED CURTAIN ALUMINUM ROOF TO BE SUPPLIED STEEL SUPPORT TO BE
SUPPLIED AND INSTALLED WALL TO BE SUPPLIED AND AND INSTALLED BY OTHERS, ALL SUPPLIED AND INSTALLED &S TO PROPOSE ON THE WATER SUPPLY AND
BY OTHERS, ACCORDING INSTALLED BY OTHERS, ROOF STRUCTURAL ELEMENTS BY OTHERS, ACCORDING DISCHARGE TO THE SEWER,
TO C&S' DESIGN,DETAILS ACCORDING TO FACADE TO BE CONSTRUCTED TO C&S TO C&S' DESIGN,DETAILS 3. MAIN CONTRACTOR AND THE WATERPROOFING
AND SECTIONS CONSULTANTS' AND C&S' DESIGN,DETAILS AND SECTIONS AND SECTIONS SPECIALIST TO INSPECT ALL SURFACES TO
DESIGN,DETAILS AND SECTIONS RECEIVE WATERPROOFING AND TO INFORM
CONSULTANTS IF THERE IS ANY CONDITION,
WHICH PREVENTS THE PROPER APPLICATION
OF THE WATERPROOFING MATERIALS.
ROOF LEVEL 4. MAIN CONTRACTOR TO ENSURE ALL AREAS
EXPOSED TO CONDENSATION OR IMMERSED IN
+1 285 FFL +1 2850 WATER TO BE WATERPROOFED. MAIN
- — — — — l - — -_— T CONTRACTOR TO RAISE TO CONSULTANTS IF
THERE ARE DEVIATION OR DISCREPANCIES.
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NOTES:

STRUCTURAL ELEMENTS TO BE CONSTRUCTED
TO C&S' DESIGN,DETAILS AND SECTIONS.

ALL WET AND SEMI WET AREAS TO HAVE
DRAINAGE OUTLETS. MAIN CONTRACTOR AND
C&S TO PROPOSE ON THE WATER SUPPLY AND
DISCHARGE TO THE SEWER.

MAIN CONTRACTOR AND THE WATERPROOFING
SPECIALIST TO INSPECT ALL SURFACES TO
RECEIVE WATERPROOFING AND TO INFORM
CONSULTANTS IF THERE IS ANY CONDITION,
WHICH PREVENTS THE PROPER APPLICATION
OF THE WATERPROOFING MATERIALS.

MAIN CONTRACTOR TO ENSURE ALL AREAS
EXPOSED TO CONDENSATION OR IMMERSED IN
WATER TO BE WATERPROOFED. MAIN
CONTRACTOR TO RAISE TO CONSULTANTS IF
THERE ARE DEVIATION OR DISCREPANCIES.

PLEASE REFER TO SECOND OR FOURTH
ELEVATION FOR MATERIAL KEY FOR FINISHES.
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Copyrignted -All rights reserved. No
part, of this desion to be altered or
reproduced without written permission

from TRUSTENG,

NOTES:

1. STRUCTURAL ELEMENTS TO BE CONSTRUCTED
TO C&S' DESIGN,DETAILS AND SECTIONS.

2. ALL WET AND SEMI WET AREAS TO HAVE
DRAINAGE OUTLETS. MAIN CONTRACTOR AND
C&S TO PROPOSE ON THE WATER SUPPLY AND
DISCHARGE TO THE SEWER.

3. MAIN CONTRACTOR AND THE WATERPROOFING
SPECIALIST TO INSPECT ALL SURFACES TO
RECEIVE WATERPROOFING AND TO INFORM
CONSULTANTS IF THERE IS ANY CONDITION,
WHICH PREVENTS THE PROPER APPLICATION
OF THE WATERPROOFING MATERIALS.

4. MAIN CONTRACTOR TO ENSURE ALL AREAS
EXPOSED TO CONDENSATION OR IMMERSED IN
WATER TO BE WATERPROOFED. MAIN
CONTRACTOR TO RAISE TO CONSULTANTS IF
THERE ARE DEVIATION OR DISCREPANCIES.
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