
RCC Foundation

20 Nr's of 0.75' dia-in-place

chemical-bond anchor bolts & nuts

with standard bolt-on

anchor sadles

36" Ø shell manway with

bolt-on hinged cover

24" square roof manway

with lockable hinged cover

External caged ladder 

with lockable hoop

150mm Ø single flanged

nozzle for inlet (Top)

Liquid Level indicator with gauge board,

& high visibility target - full travel -

Metric display (mechanical, float-type)

150mm Ø single flanged nozzle

for over flow (Top)

150mm Ø single flanged nozzle

for outlet (bottom)

150mm Ø single flanged nozzle

for outlet (bottom)

150mm Ø single flanged nozzle

for drain outlet (Bottom)

Rolled tapered panels (steel)

exterior wall, Exterior finish coat

(Light green-RAL6019)

fusion bonded epoxy powder coating
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20" dia mushroom

ventilator with

galvanized bird screen

RAIN WATER HOLDING TANK & FOUNDATION PLAN

RAIN WATER HOLDING TANK

Ø 11254, Height = 8000

 Capacity = 700m³

SC-X

S-01

SC-X

S-01

chemical-bond anchor bolts & nuts

150mm tk. RCC slab (1:2:3)

+450(F.L)

+00(G.L)

450mm x 900mm concrete

ring beam (RCC)

SECTION X-X (01)

11854

11254

11000

11450

HILTI HIT RE500

(SEE HILTI INSTRUCTION)

TANK INTERIOR

TANK FLOOR

FIBRE BOARD 12.7MM TK. &

4 mil polythene sheet

TOP OF FOUNDATION

150mm tk. RCC slab (1:2:3)

DPC (polytheme membrane 500guage)

between slab & hardcore

T 10mm @150 c/c BW, Top & Bottom

Well Compacted hardcore

450mm x 900mm RCC Ring beam

T 10mm Ø step @ 150 c/c

6 no.s T12

75mm thick Lean Concrete

(1:2:4)

Note:-

Cover below ground = 50mm

Cover below ground = 35mm

Lap length 50Ø

+450(F.L)

DETAIL
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HILTI HIT RE500

(SEE HILTI INSTRUCTION)

TANK INTERIOR

TANK FLOOR

FIBRE BOARD 12.7MM TK. &

4 mil polythene sheet

TOP OF FOUNDATION

150mm tk. RCC slab (1:2:3)

DPC (polytheme membrane 500guage)

between slab & hardcore

T 10mm @150 c/c BW, Top & Bottom

Well Compacted hardcore

450mm x 900mm RCC Ring beam

T 10mm Ø step @ 150 c/c

6 no.s T12

75mm thick Lean Concrete

(1:2:4)

Note:-

Cover below ground = 50mm

Cover below ground = 35mm

Lap length 50Ø

+450(F.L)
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+/-00(G.L)

450

600

4
5
0

4
5
0

9
0
0

1
5
0

fusion bonded epoxy powder coating

Full deck perimeter guardrail

150mm Ø single flanged nozzle

for inlet (Top)

150mm Ø single flanged nozzle

for inlet (Top)

Liquid Level indicator with guage board

& high visibility target - full travel -

Metric display (mechanical, float-type)

20 Nr's of 0.75" dia drill-in-place

chemical-bond anchor bolts & nuts

with standard bolt-on

anchor saddles

150mm Ø single flanged nozzle

for outlet (bottom)

Tank Foundation

lot of 1/2" thick Asphalt impregnated fiberboard

between tank bottom & concrete foundation

lot of 4 mil polythene sheet between 

foundation & fiberboard/tank bottom

36" Ø shell manway with 

bolt-on hinged cover

External caged ladder

with lockble hoop

Rolled tapered panels (steel)

exterior wall, Exterior finish coat

(Light green-RAL6019)

fusion bonded epoxy powder coating

20" dia mushroom ventilator with

galvanized bird screen
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