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FOUNDATION DEPTH : 750mm BELOW GROUND LEVEL

ALL FOOTINGS ARE TO BE LAID ON TOP OF 50mm THICK
LEAN CONCRETE
APPLY WATER PROOFING TO SUBSTRUCTURE
(BELOW GROUND ELEMENTS)
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NOTE:
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550 x 550 x 250 T10@150 C/C B/W (B)
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- PROPER WATER PROOFING SHALL BE APPLIED TO ALL UNDERGROUND
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-BACKFILLING SHALL BE DONE AS PER TECHNICAL SPECIFICATIONS
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SLOPE DIRECTION
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63 Ø RWP TO BELOW

LIGHT SWITCH

SWITCHING LINE
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RWP           63 Ø RAINWATER PIPE

RWO           63 Ø DRAIN OUTLET

NOTE:
- ALL RAINWATER PIPES TO BE AT GROUND LEVEL
DISCHARGED THROUGH A PERFORATED COWL OR TO A SOAK PIT 
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NOTE:

1. ALL WIRING TO BE OF STELCO APPROVED STANDARDS
2. SWITCH CONTROL  = 1200MM FROM FLOOR FIN. LEVEL
3. ALL LIGHTING POINTS CONNECTED TO THEIR RESPECTIVE DB
4. POLYCARBONATE ENCLOSURE TO ALL SWITCH AND SOCKET

            WHICH ARE LOCATED AT THE OUTDOORS
5. SWITCH CONTROL / SOCKET = 1100MM - 1200MM FROM FLOOR

FIN. LEVEL

 CL2 LED TUBE  LIGHT WITH OPAL CASING
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