RCC FOUNDATION 63mm ¢ SINGLE FLANGED NOZZLE

FOR DRAIN OUTLET (BOTTOM)

ROLLED TAPERED PANELS

(STEEL) EXTERIOR WALL,

EXTERIOR FINISH COAT

(LIGHT GREEN-RAL6019)

FUSION BONDED EPOXY
x] POWDER COATING

20 NR'S OF 0.75
DIA-IN—PLACE
CHEMICAL-BOND
ANCHOR BOLTS & NUTS
WITH STANDARD BOLT-ON
ANCHOR SADLES

TREATED WATER TANK
CAPACITY = 50m’
¢ 4404mm, HEIGHT =

20" DAl MUSHROOM /<

VENTILATOR WITH
GALVANIZED BIRD SCREEN

" 4000mmd
36" ¢ SHELL MANWAY

WITH BOLT-ON HINGED

COVER
A SC-X

S-01

SC=X A

S-01

63mm ¢ SINGLE
FLANGED NOZZLE FOR
OUTLET (BOTTOM)

24" SQUARE ROOF
MANWAY WITH LOCKABLE

HINGED COVER 63mm ¢ SINGLE FLANGED

NOZZLE FOR INLET FLOW (TOP)

EXTERNAL CAGED LADDER
WITH LOCKABLE HOOP

LIQUID LEVEL INDICATOR WITH GAUGE BOARD,
& HIGH VISIBILITY TARGET-FULL TRAVEL-
METRIC DISPLAY (MECHANICAL, FLOAT-TYPE)

TREATED WATER TANK & FOUNDATION PLAN

63mm ¢ SINGLE FLANGED
NOZZLE FOR INLET (TOP)

TANK' INTERIOR

HILTI HIT RE500 TANK FLOOR

4404

12

\ FULL DECK
/| PERIETER
GUARDRAIL

| —63mm ¢ SINGLE
FLANGED NOZZLE

20" DAl MUSHROOM
VENTILATOR WITH

GALVANIZED BIRD
SCREEN ]

ROLLED TAPERED
PANELS (STEEL)

FLANGED NOZZLE
FOR INLET (TOP)

EXTERIOR WALL,
EXTERIOR FINISH
COAT (LIGHT GREEN
—RAL6019]1_’ FUSION
BONDED EPOXY

WITH GAUGE BOARD,

POWDER COATING

& HIGH VISIBILITY
TARGET—FULL TRAVEL-
METRIC DISPLAY
(MECHANICAL, FLOAT

4000

~TYPE)

20 NR'S OF 0.75'
DIA DRILL-IN-PLACE

EXTERNAL CAGED
LADDER WITH
LOCKABLE HOOP

CHEMICAL-BOND
ANCHOR BOLTS &
NUTS WITH STANDARD
BOLT-ON

ANCHOR SADLES

——
L 111
[—

3mm ¢ SINGLE

I

36" ¢ SHELL MANWAY
WITH BOLT-ON HINGED
COVER

| I

FLANGED NOZZLE

LOT OF 4 MIL POLYTHENE SHEET BETWEENJ
FOUNDATION & FIBERBOARD/TANK BOTTOM

—TANK FOUNDATION

NOR OVERFLOW (TOP)
63mm ¢ SINGLE

LIQUID LEVEL INDICATOR

(SEE HILTI IBRE BOARD 12.7mm THK ;
. . LOT OF 1/2" THICK ASPHALT IMPREGNATED FIBERBOARD
INSTRUCTION) F & 4 MIL POLYTHENE SHEET BETWEEN 4ANK BOTTOM & CONCRETE FOUNDATION
JV \ OP OF FOUNDATION
_HSOFL) J6mm THK. RCC SLAB TREATED WATER TANK & FOUNDATION—ELEVATION
[Te}
Pl

3 nds. T20—_| F AN —L—DPC (POLYTHEME MEMBRANE 500 GUAGE)

" STT—1" | s BETWEEN SLAB & HARDCORE FILLING

M

| \ T10 @150 o/c BW 5004

_*/ TOP & BOTTOM 4404
I
1 WELL COMPACTED
2nos. " HARDCORE FILLING 75 THK. RCC SLAB E\ T10 @150 c/c rT10 @150 c/c
SIDE F N 3 / 110 @150 c/c +450(F.L) l—‘ [ TOP & BOTTOM TOP & BOTTOM
3 nds, — YN A A A A A A A A A A A A A A A A A A A A A A A AN | 4%
55T 10b VELL COMPACTED e
100 - T10 LINKS 300 c/c ;
| 650 == .
DETAIL-A | s000 B

N

SECTION X=X (01)

NOTES: —

1. ALL DIMENSIONS ARE IN MILLIMETRES AND ALL
LEVELS AER IN METRES, UNLESS OTHERWISE
NOTED.

2. DRAWINGS ARE NOT TO BE SCALED. ONLY
WRITTEN DIMENSIONS ARE TO BE FOLLOWED.

3. ALL CONCRETE WORK SHALL BE DESIGN
GRADE C30.

4. BLINDING CONCRETE WORK SHALL BE
GRADE C10.

5. ALL STRUCTURE WORK SHALL CONFORM TO
BS 7668. GRADE 46A/ASTMA36. ALL
STRUCTURAL MEMBERS SHALL BE HOT DIP
GALVANIZED AND PAINTED AS PER
SPECIFICATIONS.

6. STEEL BARS DENOTED "T" SHALL BE HYSD
BARS OF GRADE 460 CONFIRMING TO BS 4449

7. NET SBC OF 15T/SQM IS CONSIDERED IN THE
DESIGN.

8. CLEAR COVER TO REINFORCEMENT
—40mm
—25mm

a. BEAM
b. SLAB

VIVEK V. PAGNIS
(STRUCTURAL ENGINEER)

TENDER PURPOSE

J#, MINISTRY OF ENVIRONMENT AND ENERGY
%+’ MALE' REPUBLIC OF MALDIVES

=
PROVISION OF RAINWATER HARVESTING SYSTEM IN 9 ISLANDS
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CONSULTANCY SERVICES FOR DESIGN AND SUPERVISION OF RAINWATER HARVESTING
SYSTEM IN TH. VANDHOO, TH. GAADHIFFUSHI, TH. OMADHOO, TH. KANDOODHOO,

TH. KINBIDHOO, TH. DHIYAMIGILI, M. RAIYMANDHOO, M. VEYVAH, M. NAALAFUSHI,
MALDIVES [PACKAGE - 4]

REVISION

CONSULTANT

s7C)

x

St
E

SHAH TECHNICAL CONSULTANTS PVT. LTD., INDIA
IN ASSOCIATION WITH

DEVELOPMENT TECHNOLOGIES MALDIVES, MALDIVES
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