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GENERAL NOTES
1. PVC OR UPVC PN 6 PIPES SHALL BE
USED FOR GRAVITY SEWER PIPES.
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BE;
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BURRYING.
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SCALE 1:50
TYPE-1A TOILET SANITARY LAYOUT
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SCALE 1:50
TYPE-9 & 10 ABLUTION SANITARY LAYOUT
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SCALE 1:50
TYPE-11 TOILET SANITARY LAYOUT
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SCALE 1:50
TYPE-7A TOILET SANITARY LAYOUT
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SCALE 1:50
TYPE-12 & 13 TOILET SANITARY LAYOUT
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SYMBOL DESCRIPTION
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GENERAL NOTES
1. PVC OR UPVC PN 6 PIPES SHALL BE
USED FOR GRAVITY SEWER PIPES.

2. UPVC PN 10 PIPES SHALL BE USED
FOR PUMP SEWER PIPE

3. THE GRADIENT OF THE PIPES SHALL
BE;

-FOR 150ØPIPES = 1:450
-FOR 100ØPIPES = 1:200
-FOR PRESSURE PIPES = NO

 GRADIENT

4. ALL THE PIPES RUN UNDER THE
WALKWAY   SHALL BE FIXED AT 1.5M
INTERVAL TO THE UNDER SIDE OF THE
WALKWAY BY USING FIXING
BRACELETS.

5. ALL THE PIPES SHALL BE TESTED
FOR LEAKS BEFORE SEALING OFF OR
BURRYING.

6. SHOP DRAWING SHALL BE PROVIDED
BY THE CONTRACTOR FOR
APPROVAL BEFORE
COMMENCEMENT OF WORK.

7. AS-BUILT DRAWINGS SHALL BE
PREPARED AND APPROVED BY THE
CONTRACTOR AND SUBMIT FOR
APPROVAL.
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SCALE 1:50
TYPE-14 TOILET SANITARY LAYOUT
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GENERAL NOTES
1. PVC OR UPVC PN 6 PIPES SHALL BE
USED FOR GRAVITY SEWER PIPES.

2. UPVC PN 10 PIPES SHALL BE USED
FOR PUMP SEWER PIPE

3. THE GRADIENT OF THE PIPES SHALL
BE;

-FOR 150ØPIPES = 1:450
-FOR 100ØPIPES = 1:200
-FOR PRESSURE PIPES = NO

 GRADIENT

4. ALL THE PIPES RUN UNDER THE
WALKWAY   SHALL BE FIXED AT 1.5M
INTERVAL TO THE UNDER SIDE OF THE
WALKWAY BY USING FIXING
BRACELETS.

5. ALL THE PIPES SHALL BE TESTED
FOR LEAKS BEFORE SEALING OFF OR
BURRYING.

6. SHOP DRAWING SHALL BE PROVIDED
BY THE CONTRACTOR FOR
APPROVAL BEFORE
COMMENCEMENT OF WORK.

7. AS-BUILT DRAWINGS SHALL BE
PREPARED AND APPROVED BY THE
CONTRACTOR AND SUBMIT FOR
APPROVAL.
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