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REINFORCED CONCRETE NOTE:

CONCERETE COVER TO RFMNT:

RFMNT LAP LENGTHS:

WATER PROOFING:

CONCRETE SURFACES EXPOSED TO GROUND, RAIN AND SEA WATER SHOULD
BE APPLIED WITH TWO LAYERS OF DAMP PROOFING AGENT.

-ALL CONCRETE ELEMENTS DESIGN CONFORMS TO BS8110
-MINIMUM COMPRESSIVE STRENGTH OF CONCRETE TO BE
 25N/sqm
-CONCRETE MIX RATIO  1:2:3
-MAIN REINFORCEMENT STEEL TO BE HIGH STRENGTH DEFORMED BARS.
-RIVER SAND AND GRANITE TO BE USED AS AGGREGATES.
-USE WATER FREE OF SALT AND OTHER IMPURITIES.
-ALL REINFORCEMENT SHALL BE SUPPORTED IN CORRECT
POSITION DURING CONCRETING BY USING SPACERS.
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Bottom of existing bldg wall

BOF of proposed bldg.

200x200x400 Solid masonry blocks to
retain soil at bottom to existing wall footing

EXCAVATION ALONG THE ADJACENT BUILDINGS SHALL BE DONE
IN PARTS SO AS TO PREVENT LOOSENING  OF SOIL FROM THE
BOTTOM OF EXISTING FOUNDATIONS. NO PARTIAL EXCAVATION
SHALL EXCEED A WIDTH OF 0.6M AT A TIME & MASONRY RETAINING
WALL MUST BE COMPLETED IMMEDIATELY AFTER THE EXCAVATION.
ALLOW AT LEAST 24HR INTERVALS BETWEEN EACH EXCAVATION.

Existing foundation

New foundation

Timber bracing

Angle bar bracing

MS sheet piled

embedded length at least 400mm
BOF of proposed bldg.

Bottom of existing bldg wall

NGL

WHERE FOOTINGS COINCIDE OR
FALLS ON THE SAME GRID

PROTECTION OF EXISTING WALLS ALONG
THE PERIMETER OF THE PROPOSED SITE

Done w/ consent of the owner

Adjacent
property

Adjacent
property
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contractors shall work from figured dimensions only.
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Quantity :

Frame :

Door :

Door no :

Glazing :

Remarks :

F.F.L

GI

STEEL GATE ADMIN ENTRANCE 

01 no. (Grnd Flr.)

2185

2084

EQ EQ

625

1985

1482

820640

75 75 138 138

G2

STEEL GATE ACCOMMODATION  ENTRANCE 

01 no. (Grnd Flr.)

G3

STEEL GATE GARAGE ENTRANCE 

01 no. (Grnd Flr.) KEY
FFL: FINISHED FLOOR LVL
FG:  FIXED GLASS
G:    GLASS
T:    TIMBER
L:    LOUVERED
EQ: EQUAL SPACING
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footing of existing bldg

300mm x 6mm MS sheets piled into the
 ground over lapping each other

65 x 65mm angle bar bracing that is to be
removed before the backfilling and casting

columns 100 x 75 Timber bracing at both ends

400mm Embedded to the ground

Excavated 700mm below NGL
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CUSTOMS BUILDING
CUSTOMS, HA.ULIGAMU, MALDIVES
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contractors shall work from figured dimensions only.
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SITE PLAN
DETAILED DESIGN, ARCHITECTURAL DRAWINGS
1:200 c l i e n t :

r e v i s i o n : 28-04-2013
CUS02-A02-302CUSTOMS OFFICE AND ACCOMODATION, HA.ULIGAMU

PROPOSED SINGLE STORY BUILDINGSHIYAZ

- - - A-01-

01

19

26-03-2013

0 2m 4m 8m6m 10m

SITE PLAN
SCALE 1:200

02

contractors must check all dimensions on site.

contractors shall work from figured dimensions only.
discrepancies must be reported immediately to the architects.

d a t e :
p r o j e c t  n o :
s h e e t  n o :c h e c k e d  b y :

i n t . d e s i g n e r :

a r c h i t e c t : s t r. e n g :

s e r v. e n g :

d rw  b y :

p r o j e c t   t i t l e :s h e e t   t i t l e :

s c a l e :

A D
B E
C F

GROUND FLOOR PLAN
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10 STAFFS

WAITING AREA
CERAMIC FLOOR TILES
FFL +200
AREA 14.3 sqm
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D2B

D2

D2

D2

D2

DINNING
CERAMIC FLOOR TILES
FFL +150
AREA 10.3 sqm

TEA ROOM
CERAMIC FLOOR TILES
FFL +200
AREA 8.1 sqm

LIVING AREA
CERAMIC FLOOR TILES
FFL +150
AREA 14.8 sqm

MEETING ROOM
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ROOF PLAN
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FOUNDATION BEAM PLAN
DETAILED DESIGN, STRUCTURAL DRAWINGS
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FB

45Ø BENDS AT THE END SUPPORT
= 12mm Ø (Ø =BARS DIAMETER)

GENERAL NOTE:

CONCERETE COVER TO RFMNT:

RFMNT LAP LENGTHS:

WATER PROOFING:

CONCRETE SURFACES EXPOSED TO
GROUND, RAIN AND SEA WATER
SHOULD BE APPLIED WITH TWO
LAYERS OF DAMP PROOFING AGENT.

-ALL CONCRETE ELEMENTS DESIGN CONFORMS TO BS8110
-MINIMUM COMPRESSIVE STRENGTH OF CONCRETE TO BE
 25N/sqm
-CONCRETE MIX RATIO  1:2:3
-MAIN REINFORCEMENT STEEL TO BE HIGH STRENGTH
DEFORMED BARS.
-RIVER SAND AND GRANITE TO BE USED AS AGGREGATES.
-USE WATER FREE OF SALT AND OTHER IMPURITIES.
-ALL REINFORCEMENT SHALL BE SUPPORTED IN CORRECT
POSITION DURING CONCRETING BY USING SPACERS.
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FOUNDATION BEAM PLAN
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contractors shall work from figured dimensions only.
discrepancies must be reported immediately to the architects.
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GENERAL NOTE:

CONCERETE COVER TO RFMNT:

RFMNT LAP LENGTHS:

WATER PROOFING:

CONCRETE SURFACES EXPOSED TO
GROUND, RAIN AND SEA WATER
SHOULD BE APPLIED WITH TWO
LAYERS OF DAMP PROOFING AGENT.

-ALL CONCRETE ELEMENTS DESIGN CONFORMS TO BS8110
-MINIMUM COMPRESSIVE STRENGTH OF CONCRETE TO BE
 25N/sqm
-CONCRETE MIX RATIO  1:2:3
-MAIN REINFORCEMENT STEEL TO BE HIGH STRENGTH
DEFORMED BARS.
-RIVER SAND AND GRANITE TO BE USED AS AGGREGATES.
-USE WATER FREE OF SALT AND OTHER IMPURITIES.
-ALL REINFORCEMENT SHALL BE SUPPORTED IN CORRECT
POSITION DURING CONCRETING BY USING SPACERS.
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CAST IN GUTTER
REFER TO DETAIL 03

CAST IN GUTTER
REFER TO DETAIL 03
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contractors must check all dimensions on site.

contractors shall work from figured dimensions only.
discrepancies must be reported immediately to the architects.
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45Ø BENDS AT THE END SUPPORT
= 12mm Ø (Ø =BARS DIAMETER)

GENERAL NOTE:

CONCERETE COVER TO RFMNT:

RFMNT LAP LENGTHS:

WATER PROOFING:

CONCRETE SURFACES EXPOSED TO
GROUND, RAIN AND SEA WATER
SHOULD BE APPLIED WITH TWO
LAYERS OF DAMP PROOFING AGENT.

-ALL CONCRETE ELEMENTS DESIGN CONFORMS TO BS8110
-MINIMUM COMPRESSIVE STRENGTH OF CONCRETE TO BE
 25N/sqm
-CONCRETE MIX RATIO  1:2:3
-MAIN REINFORCEMENT STEEL TO BE HIGH STRENGTH
DEFORMED BARS.
-RIVER SAND AND GRANITE TO BE USED AS AGGREGATES.
-USE WATER FREE OF SALT AND OTHER IMPURITIES.
-ALL REINFORCEMENT SHALL BE SUPPORTED IN CORRECT
POSITION DURING CONCRETING BY USING SPACERS.
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c h e c k e d  b y :

i n t . d e s i g n e r :

a r c h i t e c t : s t r. e n g :

s e r v. e n g :

d rw  b y :

p r o j e c t   t i t l e :s h e e t   t i t l e :

s c a l e :

A D
B E
C F
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GROUND FLOOR SANITARY LAYOUT
DETAILED DESIGN, SERVICES DRAWINGS
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REINFORCED CONCRETE NOTE:

CONCERETE COVER TO RFMNT:

RFMNT LAP LENGTHS:

WATER PROOFING:

CONCRETE SURFACES EXPOSED TO GROUND, RAIN AND SEA WATER SHOULD
BE APPLIED WITH TWO LAYERS OF DAMP PROOFING AGENT.

-ALL CONCRETE ELEMENTS DESIGN CONFORMS TO BS8110
-MINIMUM COMPRESSIVE STRENGTH OF CONCRETE TO BE
 25N/sqm
-CONCRETE MIX RATIO  1:2:3
-MAIN REINFORCEMENT STEEL TO BE HIGH STRENGTH DEFORMED BARS.
-RIVER SAND AND GRANITE TO BE USED AS AGGREGATES.
-USE WATER FREE OF SALT AND OTHER IMPURITIES.
-ALL REINFORCEMENT SHALL BE SUPPORTED IN CORRECT
POSITION DURING CONCRETING BY USING SPACERS.
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Bottom of existing bldg wall

BOF of proposed bldg.

200x200x400 Solid masonry blocks to
retain soil at bottom to existing wall footing

EXCAVATION ALONG THE ADJACENT BUILDINGS SHALL BE DONE
IN PARTS SO AS TO PREVENT LOOSENING  OF SOIL FROM THE
BOTTOM OF EXISTING FOUNDATIONS. NO PARTIAL EXCAVATION
SHALL EXCEED A WIDTH OF 0.6M AT A TIME & MASONRY RETAINING
WALL MUST BE COMPLETED IMMEDIATELY AFTER THE EXCAVATION.
ALLOW AT LEAST 24HR INTERVALS BETWEEN EACH EXCAVATION.

Existing foundation

New foundation

Timber bracing

Angle bar bracing

MS sheet piled

embedded length at least 400mm
BOF of proposed bldg.

Bottom of existing bldg wall

NGL

WHERE FOOTINGS COINCIDE OR
FALLS ON THE SAME GRID

PROTECTION OF EXISTING WALLS ALONG
THE PERIMETER OF THE PROPOSED SITE
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footing of existing bldg

300mm x 6mm MS sheets piled into the
 ground over lapping each other

65 x 65mm angle bar bracing that is to be
removed before the backfilling and casting

columns 100 x 75 Timber bracing at both ends

400mm Embedded to the ground

Excavated 700mm below NGL
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GENERAL NOTE:

CONCERETE COVER TO RFMNT:

RFMNT LAP LENGTHS:

WATER PROOFING:

CONCRETE SURFACES EXPOSED TO
GROUND, RAIN AND SEA WATER
SHOULD BE APPLIED WITH TWO
LAYERS OF DAMP PROOFING AGENT.

-ALL CONCRETE ELEMENTS DESIGN CONFORMS TO BS8110
-MINIMUM COMPRESSIVE STRENGTH OF CONCRETE TO BE
 25N/sqm
-CONCRETE MIX RATIO  1:2:3
-MAIN REINFORCEMENT STEEL TO BE HIGH STRENGTH
DEFORMED BARS.
-RIVER SAND AND GRANITE TO BE USED AS AGGREGATES.
-USE WATER FREE OF SALT AND OTHER IMPURITIES.
-ALL REINFORCEMENT SHALL BE SUPPORTED IN CORRECT
POSITION DURING CONCRETING BY USING SPACERS.
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WATER PROOFING:

CONCRETE SURFACES EXPOSED TO
GROUND, RAIN AND SEA WATER
SHOULD BE APPLIED WITH TWO
LAYERS OF DAMP PROOFING AGENT.

-ALL CONCRETE ELEMENTS DESIGN CONFORMS TO BS8110
-MINIMUM COMPRESSIVE STRENGTH OF CONCRETE TO BE
 25N/sqm
-CONCRETE MIX RATIO  1:2:3
-MAIN REINFORCEMENT STEEL TO BE HIGH STRENGTH
DEFORMED BARS.
-RIVER SAND AND GRANITE TO BE USED AS AGGREGATES.
-USE WATER FREE OF SALT AND OTHER IMPURITIES.
-ALL REINFORCEMENT SHALL BE SUPPORTED IN CORRECT
POSITION DURING CONCRETING BY USING SPACERS.
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GENERAL NOTE:
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RFMNT LAP LENGTHS:

WATER PROOFING:

CONCRETE SURFACES EXPOSED TO
GROUND, RAIN AND SEA WATER
SHOULD BE APPLIED WITH TWO
LAYERS OF DAMP PROOFING AGENT.

-ALL CONCRETE ELEMENTS DESIGN CONFORMS TO BS8110
-MINIMUM COMPRESSIVE STRENGTH OF CONCRETE TO BE
 25N/sqm
-CONCRETE MIX RATIO  1:2:3
-MAIN REINFORCEMENT STEEL TO BE HIGH STRENGTH
DEFORMED BARS.
-RIVER SAND AND GRANITE TO BE USED AS AGGREGATES.
-USE WATER FREE OF SALT AND OTHER IMPURITIES.
-ALL REINFORCEMENT SHALL BE SUPPORTED IN CORRECT
POSITION DURING CONCRETING BY USING SPACERS.
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BRICK WALL WITH WEATHER PROOF
ALUMINUM CLADDING
REFER TO CLADDING DETAIL B

ACCOMMODATION ENTRANCE

GROUND FLOOR LEVEL +150MM (F.F.L)

FIRST FLOOR LEVEL +3500MM (S.F.L)

PARAPET WALL +4050MM (S.F.L)

GENERAL NOTE:
1. NO BRANCH CONNECTIONS SHALL BE MADE BELOW GROUND,

WHERE EVER A BRACH CONNECTION IS NECESSARY AND
INSPECTION CHAMBER IS TO BE INSTALLED

2. INSPENCTION CHAMBER ARE TO BE VENTED TO NEAREST
INSPECTION CHAMBER (NOT SHOWN) OR VENT PIPE TO OUT
SIDE SHALL BE INSTALLED

3. ALL STORM WATER TO BE CONNECTED TO GROUND WELL
WHERE POSSIBLE

LEGEND:

CLEANING / RODDING EYE

FLOOR TRAP WITH GULLY

Ø50mm UPVC VENT PIPE

Ø40mm UPVC WASTE WATER PIPE

Ø100mm UPVC SEWAGE PIPE

INSPECTION CHAMBER
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contractors must check all dimensions on site.
discrepancies must be reported immediately to the architects.
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GROUND FLOOR SANITARY LAYOUT
DETAILED DESIGN, SERVICES DRAWINGS
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CUSTOMS BUILDING SERVICES DRAWINGS
CUSTOMS, HA.ULIGAM, MALDIVES
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REINFORCED CONCRETE NOTE:

CONCERETE COVER TO RFMNT:

RFMNT LAP LENGTHS:

WATER PROOFING:

CONCRETE SURFACES EXPOSED TO GROUND, RAIN AND SEA WATER SHOULD
BE APPLIED WITH TWO LAYERS OF DAMP PROOFING AGENT.

-ALL CONCRETE ELEMENTS DESIGN CONFORMS TO BS8110
-MINIMUM COMPRESSIVE STRENGTH OF CONCRETE TO BE
 25N/sqm
-CONCRETE MIX RATIO  1:2:3
-MAIN REINFORCEMENT STEEL TO BE HIGH STRENGTH DEFORMED BARS.
-RIVER SAND AND GRANITE TO BE USED AS AGGREGATES.
-USE WATER FREE OF SALT AND OTHER IMPURITIES.
-ALL REINFORCEMENT SHALL BE SUPPORTED IN CORRECT
POSITION DURING CONCRETING BY USING SPACERS.

FOOTING
TIE BEAM
FLOOR BEAMS
ROOF BEAMS
COLUMN
SLAB

50mm
40mm
40mm (TOP/BOTTOM/SIDES)
40mm (TOP/BOTTOM/SIDES)
30mm
25mm (TOP/BOTTOM)

contractors must check all dimensions on site.

contractors shall work from figured dimensions only.
discrepancies must be reported immediately to the architects.
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contractors must check all dimensions on site.

contractors shall work from figured dimensions only.
discrepancies must be reported immediately to the architects.
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Bottom of existing bldg wall

BOF of proposed bldg.

200x200x400 Solid masonry blocks to
retain soil at bottom to existing wall footing

EXCAVATION ALONG THE ADJACENT BUILDINGS SHALL BE DONE
IN PARTS SO AS TO PREVENT LOOSENING  OF SOIL FROM THE
BOTTOM OF EXISTING FOUNDATIONS. NO PARTIAL EXCAVATION
SHALL EXCEED A WIDTH OF 0.6M AT A TIME & MASONRY RETAINING
WALL MUST BE COMPLETED IMMEDIATELY AFTER THE EXCAVATION.
ALLOW AT LEAST 24HR INTERVALS BETWEEN EACH EXCAVATION.

Existing foundation

New foundation

Timber bracing

Angle bar bracing

MS sheet piled

embedded length at least 400mm
BOF of proposed bldg.

Bottom of existing bldg wall

NGL

WHERE FOOTINGS COINCIDE OR
FALLS ON THE SAME GRID

PROTECTION OF EXISTING WALLS ALONG
THE PERIMETER OF THE PROPOSED SITE

Done w/ consent of the owner

Adjacent
property

Adjacent
property
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contractors must check all dimensions on site.

contractors shall work from figured dimensions only.
discrepancies must be reported immediately to the architects.
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DOOR WINDOW SCHEDULE
DETAILED DESIGN, ARCHITECTURAL DRAWINGS
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Quantity :
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Door :

Door no :

Glazing :

Remarks :

F.F.L

GI

STEEL GATE ADMIN ENTRANCE 

01 no. (Grnd Flr.)

2185

2084

EQ EQ

625

1985

1482

820640

75 75 138 138

G2

STEEL GATE ACCOMMODATION  ENTRANCE 
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FG:  FIXED GLASS
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EQ: EQUAL SPACING
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contractors must check all dimensions on site.

contractors shall work from figured dimensions only.
discrepancies must be reported immediately to the architects.
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1:50 c l i e n t :

r e v i s i o n :

CUSTOMS OFFICE AND ACCOMODATION, HA.ULIGAMU
PROPOSED SINGLE STORY BUILDINGSHIYAZ

- - -

26-03-2013

Quantity :

Frame :

Door :

Door no :

Glazing :

Remarks :
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MAIN ENTRANCE

01 no. (Grnd Flr.)

F.F.L

ROLLER SHUTTER DOOR

AUTOMATIC ROLLER SHUTTER DOOR

PROVIDED BY THE MANUFACTURER

01 no. (Grnd Flr.)

ALL DETAILS ARE TO BE PROVIDED BY THE MANUFACTURER
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contractors must check all dimensions on site.

contractors shall work from figured dimensions only.
discrepancies must be reported immediately to the architects.
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footing of existing bldg

300mm x 6mm MS sheets piled into the
 ground over lapping each other

65 x 65mm angle bar bracing that is to be
removed before the backfilling and casting

columns 100 x 75 Timber bracing at both ends

400mm Embedded to the ground

Excavated 700mm below NGL
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GROUND FLOOR FIRE PROTECTION LAYOUT
SCALE 1:100
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CLIENT: CUSTOMSPROJECT NO: ARC CUS02-A02-302

CUSTOMS BUILDING
CUSTOMS, HA.ULIGAMU, MALDIVES
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contractors must check all dimensions on site.

contractors shall work from figured dimensions only.
discrepancies must be reported immediately to the architects.
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contractors shall work from figured dimensions only.
discrepancies must be reported immediately to the architects.
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contractors must check all dimensions on site.

contractors shall work from figured dimensions only.
discrepancies must be reported immediately to the architects.

d a t e :
p r o j e c t  n o :
s h e e t  n o :c h e c k e d  b y :

i n t . d e s i g n e r :

a r c h i t e c t : s t r. e n g :

s e r v. e n g :

d rw  b y :

p r o j e c t   t i t l e :s h e e t   t i t l e :

s c a l e :

A D
B E
C F

FOUNDATION BEAM PLAN
DETAILED DESIGN, STRUCTURAL DRAWINGS
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GENERAL NOTE:

CONCERETE COVER TO RFMNT:

RFMNT LAP LENGTHS:

WATER PROOFING:

CONCRETE SURFACES EXPOSED TO
GROUND, RAIN AND SEA WATER
SHOULD BE APPLIED WITH TWO
LAYERS OF DAMP PROOFING AGENT.

-ALL CONCRETE ELEMENTS DESIGN CONFORMS TO BS8110
-MINIMUM COMPRESSIVE STRENGTH OF CONCRETE TO BE
 25N/sqm
-CONCRETE MIX RATIO  1:2:3
-MAIN REINFORCEMENT STEEL TO BE HIGH STRENGTH
DEFORMED BARS.
-RIVER SAND AND GRANITE TO BE USED AS AGGREGATES.
-USE WATER FREE OF SALT AND OTHER IMPURITIES.
-ALL REINFORCEMENT SHALL BE SUPPORTED IN CORRECT
POSITION DURING CONCRETING BY USING SPACERS.
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contractors must check all dimensions on site.

contractors shall work from figured dimensions only.
discrepancies must be reported immediately to the architects.
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45Ø BENDS AT THE END SUPPORT
= 12mm Ø (Ø =BARS DIAMETER)

GENERAL NOTE:

CONCERETE COVER TO RFMNT:

RFMNT LAP LENGTHS:

WATER PROOFING:

CONCRETE SURFACES EXPOSED TO
GROUND, RAIN AND SEA WATER
SHOULD BE APPLIED WITH TWO
LAYERS OF DAMP PROOFING AGENT.

-ALL CONCRETE ELEMENTS DESIGN CONFORMS TO BS8110
-MINIMUM COMPRESSIVE STRENGTH OF CONCRETE TO BE
 25N/sqm
-CONCRETE MIX RATIO  1:2:3
-MAIN REINFORCEMENT STEEL TO BE HIGH STRENGTH
DEFORMED BARS.
-RIVER SAND AND GRANITE TO BE USED AS AGGREGATES.
-USE WATER FREE OF SALT AND OTHER IMPURITIES.
-ALL REINFORCEMENT SHALL BE SUPPORTED IN CORRECT
POSITION DURING CONCRETING BY USING SPACERS.
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ROOF BEAM BEAM PLAN
SCALE 1:100

CAST IN GUTTER
REFER TO DETAIL 03

CAST IN GUTTER
REFER TO DETAIL 03
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contractors must check all dimensions on site.

contractors shall work from figured dimensions only.
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45Ø BENDS AT THE END SUPPORT
= 12mm Ø (Ø =BARS DIAMETER)

GENERAL NOTE:

CONCERETE COVER TO RFMNT:

RFMNT LAP LENGTHS:

WATER PROOFING:

CONCRETE SURFACES EXPOSED TO
GROUND, RAIN AND SEA WATER
SHOULD BE APPLIED WITH TWO
LAYERS OF DAMP PROOFING AGENT.

-ALL CONCRETE ELEMENTS DESIGN CONFORMS TO BS8110
-MINIMUM COMPRESSIVE STRENGTH OF CONCRETE TO BE
 25N/sqm
-CONCRETE MIX RATIO  1:2:3
-MAIN REINFORCEMENT STEEL TO BE HIGH STRENGTH
DEFORMED BARS.
-RIVER SAND AND GRANITE TO BE USED AS AGGREGATES.
-USE WATER FREE OF SALT AND OTHER IMPURITIES.
-ALL REINFORCEMENT SHALL BE SUPPORTED IN CORRECT
POSITION DURING CONCRETING BY USING SPACERS.
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ROOF BEAMS
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ROOF BEAM PLAN
SCALE 1:100
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GROUND FLOOR LEVEL +150MM (F.F.L)

FIRST FLOOR LEVEL +3500MM (S.F.L)

PARAPET WALL +4050MM (S.F.L)

contractors must check all dimensions on site.

contractors shall work from figured dimensions only.
discrepancies must be reported immediately to the architects.
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SECTION A AND B
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ROOF CEILING
REFER TO
(DETAIL 05)
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ELEVATIONS
DETAILED DESIGN, ARCHITECTURAL DRAWINGS
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BRICK WALL WITH WEATHER PROOF
ALUMINUM CLADDING
REFER TO CLADDING DETAIL B

ACCOMMODATION ENTRANCE

GROUND FLOOR LEVEL +150MM (F.F.L)

FIRST FLOOR LEVEL +3500MM (S.F.L)

PARAPET WALL +4050MM (S.F.L)

GENERAL NOTE:
1. NO BRANCH CONNECTIONS SHALL BE MADE BELOW GROUND,

WHERE EVER A BRACH CONNECTION IS NECESSARY AND
INSPECTION CHAMBER IS TO BE INSTALLED

2. INSPENCTION CHAMBER ARE TO BE VENTED TO NEAREST
INSPECTION CHAMBER (NOT SHOWN) OR VENT PIPE TO OUT
SIDE SHALL BE INSTALLED

3. ALL STORM WATER TO BE CONNECTED TO GROUND WELL
WHERE POSSIBLE

LEGEND:

CLEANING / RODDING EYE

FLOOR TRAP WITH GULLY

Ø50mm UPVC VENT PIPE

Ø40mm UPVC WASTE WATER PIPE

Ø100mm UPVC SEWAGE PIPE

INSPECTION CHAMBER

GENERAL NOTE:
1. ALL CONNECTIONS TO TOILETS / SINKS ARE Ø20mm HDPE PIPES

(UNLESS STATED OTHER WISE)
2. GATE VALVE TO BE INSTALLED IN EACH TOILET / SINK FOR

ISOLATION

LEGEND:

CLEANING / RODDING EYE

FLOOR TRAP WITH GULLY

SHOWER

BIDET SHOWER

FAUCET

GATE VALVE / BALL VALVE

ELECTRIC PUMP

HDPE FRESH WATER PIPE

HDPE WELL WATER PIPE

Ø100mm UPVC RAIN WATER DOWN PIPE

Ø50mm UPVC VENT PIPE

Ø40mm UPVC WASTE WATER PIPE

Ø100mm UPVC SEWAGE PIPE

INSPECTION CHAMBER

LEGEND:

ELECTRICAL DISTRIBUTION BOARD

FAN CONTROLLER

2WAY SWITCH SINGLE GANG
(UNLESS MENTIONED OTHERWISE)

1WAY SWITCH SINGLE GANG

13A X 1 GANG POWER SOCKET @ 300
FFL UNLESS STATED OTHERWISE

15A X 1 GANG POWER SOCKET @ CEILING
LEVEL

13A X 2 GANG POWER SOCKET @ 300
FFL UNLESS STATED OTHERWISE

DATA SOCKET (RJ45) @ 300 FFL
UNLESS STATED OTHERWISE

TELEPHONE SOCKET (RJ11) @ 300
FFL UNLESS STATED OTHERWISE

TV SOCKET (RF) @ 300 FFL UNLESS STATED
OTHERWISE

LEGEND:

ELECTRICAL DISTRIBUTION BOARD

FAN CONTROLLER

2WAY SWITCH SINGLE GANG
(UNLESS MENTIONED OTHERWISE)

1WAY SWITCH SINGLE GANG

13A X 1 GANG POWER SOCKET @ 300
FFL UNLESS STATED OTHERWISE

15A X 1 GANG POWER SOCKET @ CEILING
LEVEL

13A X 2 GANG POWER SOCKET @ 300
FFL UNLESS STATED OTHERWISE

DATA SOCKET (RJ45) @ 300 FFL
UNLESS STATED OTHERWISE

TELEPHONE SOCKET (RJ11) @ 300
FFL UNLESS STATED OTHERWISE

TV SOCKET (RF) @ 300 FFL UNLESS STATED
OTHERWISE

ELECTRICAL WIRING

STRIP OF LED LIGHT TO BE FITTED INSIDE
WALL LIGHT POCKET
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GROUND FLOOR SANITARY LAYOUT
DETAILED DESIGN, SERVICES DRAWINGS
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GROUND FLOOR WATER SUPPLY LAYOUT
DETAILED DESIGN, SERVICES DRAWINGS
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GROUND FLOOR POWER LAYOUT
DETAILED DESIGN, SERVICES DRAWINGS
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GROUND FLOOR LIGHTING LAYOUT
DETAILED DESIGN, SERVICES DRAWINGS
1:100 S-04-
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GROUND FLOOR FIRE PROTECTION LAYOUT
DETAILED DESIGN, SERVICES DRAWINGS
1:100

CUSTOMS BUILDING SERVICES DRAWINGS
CUSTOMS, HA.ULIGAM, MALDIVES
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12mm THICK FIXED GLASS
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contractors must check all dimensions on site.

contractors shall work from figured dimensions only.
discrepancies must be reported immediately to the architects.
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DETAILS
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HOLLOW P.V.C SHEETS
ON TOP OF SHADING DEVICE

TENSION ROD

WOOD SHADING STRUCTURE
50X30 WOOD RAFTERS @150 C/C

RC PARAPET WALL

STEEL BRACKET

ROOF BEAM

13mm THICK PLASTERING ON 150mm
THICK SOLID BLOCK WALL

50X100 TIMBER

D3

FG FG

SECTION
D

E06
A10

E05
A10

05

11 12 13 14
d a t e :
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A-12-19
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A-15-19

1250

1800

12501800

2700

LYSAUGHT ROOFING SHEET OR EQUAL

50mm x 38mm TIMBER PURLINS

50mm THICK HEAT INSULATION WITH DOUBLE SIDED ALUMINIUM FOIL ON BOTH SIDES

50mm x 150mm TIMBER RAFTERS

WIRE TO HOLD THE PURLINS TO MAIN ROOF RAFTERS

25mm x 25mm TIMBER PURLINS @ 600 C/C

GYPSUM BOARD CEILING

0 0.2m 0.4m 0.8m0.6m 1.0m

ROOF AND CEILING - DETAIL 05
SCALE 1:20

0 0.2m 0.4m 0.8m0.6m 1.0m

CANTILEVERED PERGOLA - DETAIL 04
SCALE 1:20

0 0.2m 0.4m 0.8m0.6m 1.0m

CAST IN REINFORCED CONCRETE GUTTER - DETAIL 03
SCALE 1:20

0 0.2m 0.4m 0.8m0.6m 1.0m

SECURITY GUARD POST - DETAIL 07
SCALE 1:20

0 0.2m 0.4m 0.8m0.6m

ELEVATION E-05
SCALE 1:20

0 0.2m 0.4m 0.8m0.6m

ELEVATION E-06
SCALE 1:20

0 0.2m 0.4m 0.8m0.6m

SECTION D
SCALE 1:20

50 X 150 TIMBER RAFTER @900mm c/c

50 X 50 TIMBER PERLINES @ 600mm c/c

CAST IN RC GUTTER
REFER TO STRUCTURAL DETAILS
E-03

25 X 250 FASCIA BOARD

50mm GLASS WOOL (ONE SIDE WITH
ALUMINUM INSULATION)

50 X 100 WALL PLATE

ROOF BEAM

BLOCK WALL

550

150

32X32 TIMBER PLANKS

9MM PLYWOOD
WITH PAINT FINISH

INSULATION

0 0.1m 0.2m 0.4m0.3m 0.5m

HALL AND OFFICE DRY WALL - DETAIL 02
SCALE 1:10

04

50

T10@100C/C

150

800

0.2m 0.4m 0.8m0.6m 1.0m

PARTITION WALL ADMIN - DETAIL 01
SCALE 1:20
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B1SUPPORT MID

2T12 (THROUGH)

R6 @150 c/c300

200

2T12 (THROUGH)

2T12 (THROUGH)

R6 @150 c/c300

200

2T12 (THROUGH)

45Ø BENDS AT THE END SUPPORT  = 12mm Ø (Ø =BARS DIAMETER)

REINFORCED CONCRETE NOTE:

CONCERETE COVER TO RFMNT:

RFMNT LAP LENGTHS:

WATER PROOFING:

CONCRETE SURFACES EXPOSED TO GROUND, RAIN AND SEA WATER SHOULD
BE APPLIED WITH TWO LAYERS OF DAMP PROOFING AGENT.

-ALL CONCRETE ELEMENTS DESIGN CONFORMS TO BS8110
-MINIMUM COMPRESSIVE STRENGTH OF CONCRETE TO BE
 25N/sqm
-CONCRETE MIX RATIO  1:2:3
-MAIN REINFORCEMENT STEEL TO BE HIGH STRENGTH DEFORMED BARS.
-RIVER SAND AND GRANITE TO BE USED AS AGGREGATES.
-USE WATER FREE OF SALT AND OTHER IMPURITIES.
-ALL REINFORCEMENT SHALL BE SUPPORTED IN CORRECT
POSITION DURING CONCRETING BY USING SPACERS.

FOOTING
TIE BEAM
FLOOR BEAMS
ROOF BEAMS
COLUMN
SLAB

50mm
40mm
40mm (TOP/BOTTOM/SIDES)
40mm (TOP/BOTTOM/SIDES)
30mm
25mm (TOP/BOTTOM)

contractors must check all dimensions on site.

contractors shall work from figured dimensions only.
discrepancies must be reported immediately to the architects.

d a t e :
p r o j e c t  n o :
s h e e t  n o :c h e c k e d  b y :

i n t . d e s i g n e r :

a r c h i t e c t : s t r. e n g :

s e r v. e n g :

d rw  b y :

p r o j e c t   t i t l e :s h e e t   t i t l e :

s c a l e :

STRUCTURAL DETAILS
DETAILED DESIGN, STRUCTURAL DRAWINGS
1:20 c l i e n t :

r e v i s i o n : 28-04-2013
CUS02-A02-302CUSTOMS OFFICE AND ACCOMODATION, HA.ULIGAMU

PROPOSED SINGLE STORY BUILDINGSHIYAZ

- - - E-04-

26-03-2013

05

CAST IN R/C GUTTER DETAIL
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Bottom of existing bldg wall

BOF of proposed bldg.

200x200x400 Solid masonry blocks to
retain soil at bottom to existing wall footing

EXCAVATION ALONG THE ADJACENT BUILDINGS SHALL BE DONE
IN PARTS SO AS TO PREVENT LOOSENING  OF SOIL FROM THE
BOTTOM OF EXISTING FOUNDATIONS. NO PARTIAL EXCAVATION
SHALL EXCEED A WIDTH OF 0.6M AT A TIME & MASONRY RETAINING
WALL MUST BE COMPLETED IMMEDIATELY AFTER THE EXCAVATION.
ALLOW AT LEAST 24HR INTERVALS BETWEEN EACH EXCAVATION.

Existing foundation

New foundation

Timber bracing

Angle bar bracing

MS sheet piled

embedded length at least 400mm
BOF of proposed bldg.

Bottom of existing bldg wall

NGL

WHERE FOOTINGS COINCIDE OR
FALLS ON THE SAME GRID

PROTECTION OF EXISTING WALLS ALONG
THE PERIMETER OF THE PROPOSED SITE

Done w/ consent of the owner

Adjacent
property

Adjacent
property

d a t e :
p r o j e c t  n o :
s h e e t  n o :

28-04-2013
CUS02-A02-302
E-05- 05

A D
B E
C F

08 09 1006
contractors must check all dimensions on site.

contractors shall work from figured dimensions only.
discrepancies must be reported immediately to the architects.

c h e c k e d  b y :

i n t . d e s i g n e r :

a r c h i t e c t : s t r. e n g :

s e r v. e n g :

d rw  b y :

p r o j e c t   t i t l e :s h e e t   t i t l e :

s c a l e :

DOOR WINDOW SCHEDULE
DETAILED DESIGN, ARCHITECTURAL DRAWINGS
1:50 c l i e n t :

r e v i s i o n :

CUSTOMS OFFICE AND ACCOMODATION, HA.ULIGAMU
PROPOSED SINGLE STORY BUILDINGSHIYAZ

- - -

26-03-2013

Quantity :

Frame :

Door :

Door no :

Glazing :

Remarks :

F.F.L

GI

STEEL GATE ADMIN ENTRANCE 

01 no. (Grnd Flr.)

2185

2084

EQ EQ

625

1985

1482

820640

75 75 138 138

G2

STEEL GATE ACCOMMODATION  ENTRANCE 

01 no. (Grnd Flr.)

G3

STEEL GATE GARAGE ENTRANCE 

01 no. (Grnd Flr.) KEY
FFL: FINISHED FLOOR LVL
FG:  FIXED GLASS
G:    GLASS
T:    TIMBER
L:    LOUVERED
EQ: EQUAL SPACING

d a t e :
p r o j e c t  n o :
s h e e t  n o :

28-04-2013
CUS02-A02-302
A-06-19

600

1534

2134

600

1534

2134

3000

138

Ø50 GI PIPE SCHED 40 (FRAME)
Ø25 GI PIPE SCHED 40
Ø40 GI PIPE SCHED 40

Ø50 GI PIPE SCHED 40 (FRAME)
Ø25 GI PIPE SCHED 40

Ø50 GI PIPE SCHED 40 (FRAME)
Ø25 GI PIPE SCHED 40
Ø40 GI PIPE SCHED 40

A D
B E
C F

contractors must check all dimensions on site.

contractors shall work from figured dimensions only.
discrepancies must be reported immediately to the architects.

c h e c k e d  b y :

i n t . d e s i g n e r :

a r c h i t e c t : s t r. e n g :

s e r v. e n g :

d rw  b y :

p r o j e c t   t i t l e :s h e e t   t i t l e :

s c a l e :

DOOR WINDOW SCHEDULE
DETAILED DESIGN, ARCHITECTURAL DRAWINGS
1:50 c l i e n t :

r e v i s i o n :

CUSTOMS OFFICE AND ACCOMODATION, HA.ULIGAMU
PROPOSED SINGLE STORY BUILDINGSHIYAZ

- - -

26-03-2013

Quantity :

Frame :

Door :

Door no :

Glazing :

Remarks :

D1

MAIN ENTRANCE

01 no. (Grnd Flr.)

F.F.L

ROLLER SHUTTER DOOR

AUTOMATIC ROLLER SHUTTER DOOR

PROVIDED BY THE MANUFACTURER

01 no. (Grnd Flr.)

ALL DETAILS ARE TO BE PROVIDED BY THE MANUFACTURER

2550

2800

FG FG FG FGG

FG

2950

225 625 950 225625

3000

ALUMINIUM FRAME

REFLECTIVE GLASS PANELS

KEY
FFL: FINISHED FLOOR LVL
FG:  FIXED GLASS
G:    GLASS
T:    TIMBER
L:    LOUVERED
EQ: EQUAL SPACING

d a t e :
p r o j e c t  n o :
s h e e t  n o :

28-04-2013
CUS02-A02-302
A-07-19

3000

1088
4600

1138

FG FG FG FG

FG FG FG FG

W5

MAIN ENTRANCE

01 no. (Grnd Flr.)

ALUMINIUM FRAME

REFLECTIVE GLASS PANELS

1138

2950

50

contractors must check all dimensions on site.

contractors shall work from figured dimensions only.
discrepancies must be reported immediately to the architects.

c h e c k e d  b y :

i n t . d e s i g n e r :

a r c h i t e c t : s t r. e n g :

s e r v. e n g :

d rw  b y :

p r o j e c t   t i t l e :s h e e t   t i t l e :

s c a l e :

DOOR WINDOW SCHEDULE
DETAILED DESIGN, ARCHITECTURAL DRAWINGS
1:50 c l i e n t :

r e v i s i o n :

CUSTOMS OFFICE AND ACCOMODATION, HA.ULIGAMU
PROPOSED SINGLE STORY BUILDINGSHIYAZ

- - -

26-03-2013

900
800

30
0

30
00

Quantity :

Frame :

Door :

Door no :

Glazing :

Remarks :

F.F.L

D2

TIMBER DOOR

TIMBER FRAME AND LEAF

01 no. (Grnd Flr.)

D3

TIMBER DOOR

TIMBER FRAME AND LEAF

01 no. (Grnd Flr.)

OFFICE BLOCK FACADE' 

06 no. (Grnd Flr.)

ALUMINIUM FRAME

REFLECTIVE GLASS PANELS

W1

MAIN ENTRANCE

014 no. (Grnd Flr.)

ALUMINIUM FRAME

REFLECTIVE GLASS PANELS

W2D4

TIMBER DOOR

TIMBER FRAME AND LEAF

OFFICE BLOCK TOILETS

900
800

21
00

20
50T

800

T

700

21
50

20
50

225 625

17
00

60
0

16
00FG G GFG

17
00

16
00

65
0

800550800

T

700

21
50

20
50

Quantity :

Frame :

Door :

Door no :

Glazing :

Remarks :

F.F.L

V1

ALUMINUM DOORS

05 no. (Grnd Flr.)

ALUMINIUM FRAME

REFLECTIVE GLASS PANELS

V2

ALUMINUM DOORS

04 no. (Grnd Flr.)

ALUMINIUM FRAME

REFLECTIVE GLASS PANELS

2000
1900

650 1200

30
0

20
0

30
00 KEY

FFL: FINISHED FLOOR LVL
FG:  FIXED GLASS
G:    GLASS
T:    TIMBER
L:    LOUVERED
EQ: EQUAL SPACING

10
00

16
00

17
00 G

850
900

ACCOMODATION BLOCK FACADE' 

01 no. (Grnd Flr.)

ALUMINIUM FRAME

REFLECTIVE GLASS PANELS

W3

1000

07
d a t e :
p r o j e c t  n o :
s h e e t  n o :

28-04-2013
CUS02-A02-302
A-08-19

FG

W4

GUARD POST

ALUMINIUM FRAME

01 no. (Grnd Flr.)

REFLECTIVE GLASS PANELS

14
00

15
00

10
00

750
850

Quantity :

Frame :

Door :

Door no :

Glazing :

Remarks :

D2A

ALUMINUM AND GLASS DOOR

ALUMINUM

01 no. (Grnd Flr.)

900
800

2150
2100 FROSTED

CLEARG

G

G

CLEAR

Quantity :

Frame :

Door :

Door no :

Glazing :

Remarks :

D2B

ALUMINUM AND GLASS DOOR

ALUMINUM

01 no. (Grnd Flr.)

900
800

2150
2100 FROSTED

CLEARG

G

FC
EB
DA

contractors must check all dimensions on site.

contractors shall work from figured dimensions only.
discrepancies must be reported immediately to the architects.

c h e c k e d  b y :

i n t . d e s i g n e r :

a r c h i t e c t : s t r. e n g :

s e r v. e n g :

d rw  b y :

p r o j e c t   t i t l e :s h e e t   t i t l e :

s c a l e :

DETAILS
DETAILED DESIGN, ARCHITECTURAL DRAWINGS
1:100 c l i e n t :

r e v i s i o n :

CUSTOMS OFFICE AND ACCOMODATION, HA.ULIGAMU
PROPOSED SINGLE STORY BUILDINGSHIYAZ

- - -

SAMNOON

ARIF
26-03-2013

d a t e :
p r o j e c t  n o :
s h e e t  n o :

28-04-2013
CUS02-A02-302
A-10-19

G2

0 1m 2m 4m3m 5m

SIDE BOUNDARY WALL
SCALE 1:100

FLAG POST

FRAME OF 150mm WIDTH AROUND WALL VOID

FRAME OF 150mm WIDTH AROUND WALL VOID

ACCOMMODATION GATE TO BE USED
BY RESIDENTS

SECTION A
A-07

SECTION B
A-07

2134

300
1500

300
816

150
1500

150
1000

150
1500

150
1000

150
1500

150
1000

150
1500

150
816

450

2134

600
150 1950

2134
950

600

150 150

950

600

1684

900

contractors must check all dimensions on site.

contractors shall work from figured dimensions only.
discrepancies must be reported immediately to the architects.

c h e c k e d  b y :

i n t . d e s i g n e r :

a r c h i t e c t : s t r. e n g :

s e r v. e n g :

d rw  b y :

p r o j e c t   t i t l e :s h e e t   t i t l e :

s c a l e :

CLADDING DETAILS
DETAILED DESIGN, ARCHITECTURAL DRAWINGS
1:100 c l i e n t :

r e v i s i o n :

CUSTOMS OFFICE AND ACCOMODATION, HA.ULIGAMU
PROPOSED SINGLE STORY BUILDINGSHIYAZ

- - -

SAMNOON

ARIF
26-03-2013

0 1m 2m 4m3m 5m

CLADDING DETAIL B
SCALE 1:100

A B C C1 D D1

200
 [8"]

3300
 [10'-10"]

4300
[14'-1"]

800
 [2'-7"]

d a t e :
p r o j e c t  n o :
s h e e t  n o :

28-04-2013
CUS02-A02-302
A-09-19

ACCOMMODATION ENTRANCE

GROUND FLOOR LEVEL +150MM (F.F.L)

FIRST FLOOR LEVEL +3500MM (S.F.L)

PARAPET WALL +4050MM (S.F.L)

GFG

T

GFG

FG FG FG FG

FG FG FG FG

800

850

850

850

700

600 600 750 750 525 525 900
150

900 750 750 750 750 750

200

250

1150 1150 1150 1150 200

248

602

500

850

850

800

250

350

WALL TOP FRAME WITH
LED LIGHT POCKET

WALL CENTER VOID WITH
LED LIGHT POCKET

Ø20mm GI PIPE @ 200 C/C

PLANTER BOX

LOW WALL @ 600mm HEIGHT

50

150

100

50

50

100

308

Ø40mm GI PIPE TO HOLD
VERTICAL PIPES

Ø20mm GI PIPE VERTICAL
MEMBERS WITH SHARP EDGE
@150 C/C

WALL TOP FRAME WITH
LED LIGHT POCKET

LOW WALL @ 600mm HEIGHT

0.2m 0.4m 0.8m0.6m 1.0m

SECTION A
SCALE 1:20

0 0.2m 0.4m 0.8m0.6m 1.0m

SECTION B
SCALE 1:20

0

2525
154

20

50

600

150

150

50

contractors must check all dimensions on site.

contractors shall work from figured dimensions only.
discrepancies must be reported immediately to the architects.

c h e c k e d  b y :

i n t . d e s i g n e r :

a r c h i t e c t : s t r. e n g :

s e r v. e n g :

d rw  b y :

p r o j e c t   t i t l e :s h e e t   t i t l e :

s c a l e :

DETAILS
DETAILED DESIGN, ARCHITECTURAL DRAWINGS
1:20 c l i e n t :

r e v i s i o n :

CUSTOMS OFFICE AND ACCOMODATION, HA.ULIGAMU
PROPOSED SINGLE STORY BUILDINGSHIYAZ

- - -

26-03-2013
d a t e :
p r o j e c t  n o :
s h e e t  n o :

28-04-2013
CUS02-A02-302
A-11-19

300

200

300

200

LED LIGHT POCKET
DETAIL

104

E03
A13

0 0.5m 1m 2m1.5m 2.5m

COUNTER DETAILS - DETAIL 02
SCALE 1:50

D2
W1

600

900 900 900

SECTION 3

FIXED GLASS FIXED GLASS FIXED GLASS

1125

900 900 900

3200

1420

1040 2700

DRILLED HOLES (Ø40mm) TO CARRY CONVERSATION

PLACE TO EXCHANGE LETTERS AND SUCH

1175

0 0.5m 1m 2m1.5m 2.5m

SECTION I
SCALE 1:50

0 0.5m 1m 2m1.5m 2.5m

ELEVATION 06
SCALE 1:50

contractors must check all dimensions on site.

contractors shall work from figured dimensions only.
discrepancies must be reported immediately to the architects.

c h e c k e d  b y :

i n t . d e s i g n e r :

a r c h i t e c t : s t r. e n g :

s e r v. e n g :

d rw  b y :

p r o j e c t   t i t l e :s h e e t   t i t l e :

s c a l e :

DOOR WINDOW SCHEDULE
DETAILED DESIGN, ARCHITECTURAL DRAWINGS
1:50 c l i e n t :

r e v i s i o n :

CUSTOMS OFFICE AND ACCOMODATION, HA.ULIGAMU
PROPOSED SINGLE STORY BUILDINGSHIYAZ

- - -

26-03-2013
d a t e :
p r o j e c t  n o :
s h e e t  n o :

28-04-2013
CUS02-A02-302
A-16-19

1125

500

1875

200

1150

FG G

FG

FG G

W1 D1

A D
B E
C Fcontractors must check all dimensions on site.

contractors shall work from figured dimensions only.
discrepancies must be reported immediately to the architects.

c h e c k e d  b y :

i n t . d e s i g n e r :

a r c h i t e c t : s t r. e n g :

s e r v. e n g :

d rw  b y :

p r o j e c t   t i t l e :s h e e t   t i t l e :

s c a l e :

DETAILS
DETAILED DESIGN, ARCHITECTURAL DRAWINGS
1:20 c l i e n t :

r e v i s i o n :

CUSTOMS OFFICE AND ACCOMODATION, HA.ULIGAMU
PROPOSED SINGLE STORY BUILDINGSHIYAZ

- - -

26-03-2013
d a t e :
p r o j e c t  n o :
s h e e t  n o :

28-04-2013
CUS02-A02-302
A-14-19

MALDIVES CUSTOMS SERVICE
Ø50GI PIPE FOR FLAG

CONCRETE STRUCTURE
TO DISPLAY OFFICE NAME

PLANTER BOX

50mm WALL

SECTION C

0 0.2m 0.4m 0.8m0.6m 1.0m

FLAG POST - DETAIL 06
SCALE 1:20

0 0.2m 0.4m 0.8m0.6m 1.0m

ELEVATION E-04
SCALE 1:20

E04
A14

0 0.2m 0.4m 0.8m0.6m 1.0m

SECTION - C
SCALE 1:20

1080

1248

1417

544

2275

1248

1417

200

1100

2275

1300

200

4200

719

50

200

A D
B E
C F

20
0

15 16

footing of existing bldg

300mm x 6mm MS sheets piled into the
 ground over lapping each other

65 x 65mm angle bar bracing that is to be
removed before the backfilling and casting

columns 100 x 75 Timber bracing at both ends
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45Ø BENDS AT THE END SUPPORT
= 12mm Ø (Ø =BARS DIAMETER)

GENERAL NOTE:

CONCERETE COVER TO RFMNT:

RFMNT LAP LENGTHS:

WATER PROOFING:

CONCRETE SURFACES EXPOSED TO
GROUND, RAIN AND SEA WATER
SHOULD BE APPLIED WITH TWO
LAYERS OF DAMP PROOFING AGENT.

-ALL CONCRETE ELEMENTS DESIGN CONFORMS TO BS8110
-MINIMUM COMPRESSIVE STRENGTH OF CONCRETE TO BE
 25N/sqm
-CONCRETE MIX RATIO  1:2:3
-MAIN REINFORCEMENT STEEL TO BE HIGH STRENGTH
DEFORMED BARS.
-RIVER SAND AND GRANITE TO BE USED AS AGGREGATES.
-USE WATER FREE OF SALT AND OTHER IMPURITIES.
-ALL REINFORCEMENT SHALL BE SUPPORTED IN CORRECT
POSITION DURING CONCRETING BY USING SPACERS.
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REFER TO DETAIL 03

CAST IN GUTTER
REFER TO DETAIL 03

05

B1

B1 B1

B1

B1

contractors must check all dimensions on site.

contractors shall work from figured dimensions only.
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45Ø BENDS AT THE END SUPPORT
= 12mm Ø (Ø =BARS DIAMETER)

GENERAL NOTE:

CONCERETE COVER TO RFMNT:

RFMNT LAP LENGTHS:

WATER PROOFING:

CONCRETE SURFACES EXPOSED TO
GROUND, RAIN AND SEA WATER
SHOULD BE APPLIED WITH TWO
LAYERS OF DAMP PROOFING AGENT.

-ALL CONCRETE ELEMENTS DESIGN CONFORMS TO BS8110
-MINIMUM COMPRESSIVE STRENGTH OF CONCRETE TO BE
 25N/sqm
-CONCRETE MIX RATIO  1:2:3
-MAIN REINFORCEMENT STEEL TO BE HIGH STRENGTH
DEFORMED BARS.
-RIVER SAND AND GRANITE TO BE USED AS AGGREGATES.
-USE WATER FREE OF SALT AND OTHER IMPURITIES.
-ALL REINFORCEMENT SHALL BE SUPPORTED IN CORRECT
POSITION DURING CONCRETING BY USING SPACERS.
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SECTION A AND B
DETAILED DESIGN, ARCHITECTURAL DRAWINGS
1:100 c l i e n t :

r e v i s i o n :

CUSTOMS OFFICE AND ACCOMODATION, HA.ULIGAMU
PROPOSED SINGLE STORY BUILDINGSHIYAZ

- - -

SAMNOON

ARIF
26-03-2013

0 1m 2m 4m3m 5m

SECTION B
SCALE 1:100

04

d a t e :
p r o j e c t  n o :
s h e e t  n o :

28-04-2013
CUS02-A02-302
A-05-19

contractors must check all dimensions on site.

contractors shall work from figured dimensions only.
discrepancies must be reported immediately to the architects.

c h e c k e d  b y :

i n t . d e s i g n e r :

a r c h i t e c t : s t r. e n g :

s e r v. e n g :

d rw  b y :

p r o j e c t   t i t l e :s h e e t   t i t l e :

s c a l e :

A D
B E
C F

ELEVATIONS
DETAILED DESIGN, ARCHITECTURAL DRAWINGS
1:100 c l i e n t :

r e v i s i o n :

CUSTOMS OFFICE AND ACCOMODATION, HA.ULIGAMU
PROPOSED SINGLE STORY BUILDINGSHIYAZ

- - -

SAMNOON

ARIF
26-03-2013

0 1m 2m 4m3m 5m

ELEVATION B
SCALE 1:100

05

d a t e :
p r o j e c t  n o :
s h e e t  n o :

28-04-2013
CUS02-A02-302
A-04-19

ALUMINUM CLADDING
REFER TO CLADDING DETAIL B

GENERAL NOTE:
1. NO BRANCH CONNECTIONS SHALL BE MADE BELOW GROUND,

WHERE EVER A BRACH CONNECTION IS NECESSARY AND
INSPECTION CHAMBER IS TO BE INSTALLED

2. INSPENCTION CHAMBER ARE TO BE VENTED TO NEAREST
INSPECTION CHAMBER (NOT SHOWN) OR VENT PIPE TO OUT
SIDE SHALL BE INSTALLED

3. ALL STORM WATER TO BE CONNECTED TO GROUND WELL
WHERE POSSIBLE

LEGEND:

CLEANING / RODDING EYE

FLOOR TRAP WITH GULLY

Ø50mm UPVC VENT PIPE

Ø40mm UPVC WASTE WATER PIPE

Ø100mm UPVC SEWAGE PIPE

INSPECTION CHAMBER

GENERAL NOTE:
1. ALL CONNECTIONS TO TOILETS / SINKS ARE Ø20mm HDPE PIPES

(UNLESS STATED OTHER WISE)
2. GATE VALVE TO BE INSTALLED IN EACH TOILET / SINK FOR

ISOLATION

LEGEND:

CLEANING / RODDING EYE

FLOOR TRAP WITH GULLY

SHOWER

BIDET SHOWER

FAUCET

GATE VALVE / BALL VALVE

ELECTRIC PUMP

HDPE FRESH WATER PIPE

HDPE WELL WATER PIPE

Ø100mm UPVC RAIN WATER DOWN PIPE

Ø50mm UPVC VENT PIPE

Ø40mm UPVC WASTE WATER PIPE

Ø100mm UPVC SEWAGE PIPE

INSPECTION CHAMBER

LEGEND:

ELECTRICAL DISTRIBUTION BOARD

FAN CONTROLLER

2WAY SWITCH SINGLE GANG
(UNLESS MENTIONED OTHERWISE)

1WAY SWITCH SINGLE GANG

13A X 1 GANG POWER SOCKET @ 300
FFL UNLESS STATED OTHERWISE

15A X 1 GANG POWER SOCKET @ CEILING
LEVEL

13A X 2 GANG POWER SOCKET @ 300
FFL UNLESS STATED OTHERWISE

DATA SOCKET (RJ45) @ 300 FFL
UNLESS STATED OTHERWISE

TELEPHONE SOCKET (RJ11) @ 300
FFL UNLESS STATED OTHERWISE

TV SOCKET (RF) @ 300 FFL UNLESS STATED
OTHERWISE

LEGEND:

ELECTRICAL DISTRIBUTION BOARD

FAN CONTROLLER

2WAY SWITCH SINGLE GANG
(UNLESS MENTIONED OTHERWISE)

1WAY SWITCH SINGLE GANG

13A X 1 GANG POWER SOCKET @ 300
FFL UNLESS STATED OTHERWISE

15A X 1 GANG POWER SOCKET @ CEILING
LEVEL

13A X 2 GANG POWER SOCKET @ 300
FFL UNLESS STATED OTHERWISE

DATA SOCKET (RJ45) @ 300 FFL
UNLESS STATED OTHERWISE

TELEPHONE SOCKET (RJ11) @ 300
FFL UNLESS STATED OTHERWISE

TV SOCKET (RF) @ 300 FFL UNLESS STATED
OTHERWISE

ELECTRICAL WIRING

STRIP OF LED LIGHT TO BE FITTED INSIDE
WALL LIGHT POCKET
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GROUND FLOOR SANITARY LAYOUT
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GROUND FLOOR WATER SUPPLY LAYOUT
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1:100 S-02-

contractors must check all dimensions on site.
discrepancies must be reported immediately to the architects.

d a t e :
p r o j e c t  n o :
s h e e t  n o :c h e c k e d  b y :

i n t . d e s i g n e r :

a r c h i t e c t : s t r. e n g :

s e r v. e n g :

d rw  b y :

p r o j e c t   t i t l e :s h e e t   t i t l e :

s c a l e : c l i e n t :

r e v i s i o n : 28-04-2013
CUS02-A02-302CUSTOM BUILDING, ULIGAM

MALDIVES CUSTOMS SERVICE

PROPOSED SINGLE STORIED BUILDINGSHIYAZ

THAHSEEN 06

SAMNOON
26-03-2013

ARIFA D
B E
C F

GROUND FLOOR POWER LAYOUT
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GROUND FLOOR LIGHTING LAYOUT
DETAILED DESIGN, SERVICES DRAWINGS
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GROUND FLOOR FIRE PROTECTION LAYOUT
DETAILED DESIGN, SERVICES DRAWINGS
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CUSTOMS BUILDING SERVICES DRAWINGS
CUSTOMS, HA.ULIGAM, MALDIVES
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HOLLOW P.V.C SHEETS
ON TOP OF SHADING DEVICE

TENSION ROD

WOOD SHADING STRUCTURE
50X30 WOOD RAFTERS @150 C/C

RC PARAPET WALL

STEEL BRACKET

ROOF BEAM

13mm THICK PLASTERING ON 150mm
THICK SOLID BLOCK WALL

50X100 TIMBER

D3

FG FG
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1800

12501800
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LYSAUGHT ROOFING SHEET OR EQUAL

50mm x 38mm TIMBER PURLINS

50mm THICK HEAT INSULATION WITH DOUBLE SIDED ALUMINIUM FOIL ON BOTH SIDES

50mm x 150mm TIMBER RAFTERS

WIRE TO HOLD THE PURLINS TO MAIN ROOF RAFTERS

25mm x 25mm TIMBER PURLINS @ 600 C/C

GYPSUM BOARD CEILING

0 0.2m 0.4m 0.8m0.6m 1.0m

ROOF AND CEILING - DETAIL 05
SCALE 1:20

0 0.2m 0.4m 0.8m0.6m 1.0m

CANTILEVERED PERGOLA - DETAIL 04
SCALE 1:20

0 0.2m 0.4m 0.8m0.6m 1.0m

CAST IN REINFORCED CONCRETE GUTTER - DETAIL 03
SCALE 1:20

0 0.2m 0.4m 0.8m0.6m 1.0m

SECURITY GUARD POST - DETAIL 07
SCALE 1:20

0 0.2m 0.4m 0.8m0.6m

ELEVATION E-05
SCALE 1:20

0 0.2m 0.4m 0.8m0.6m

ELEVATION E-06
SCALE 1:20

0 0.2m 0.4m 0.8m0.6m

SECTION D
SCALE 1:20

50 X 150 TIMBER RAFTER @900mm c/c

50 X 50 TIMBER PERLINES @ 600mm c/c

CAST IN RC GUTTER
REFER TO STRUCTURAL DETAILS
E-03

25 X 250 FASCIA BOARD

50mm GLASS WOOL (ONE SIDE WITH
ALUMINUM INSULATION)

50 X 100 WALL PLATE

ROOF BEAM

BLOCK WALL

550

150

32X32 TIMBER PLANKS

9MM PLYWOOD
WITH PAINT FINISH

INSULATION

0 0.1m 0.2m 0.4m0.3m 0.5m

HALL AND OFFICE DRY WALL - DETAIL 02
SCALE 1:10
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PARTITION WALL ADMIN - DETAIL 01
SCALE 1:20
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45Ø BENDS AT THE END SUPPORT  = 12mm Ø (Ø =BARS DIAMETER)

REINFORCED CONCRETE NOTE:

CONCERETE COVER TO RFMNT:

RFMNT LAP LENGTHS:

WATER PROOFING:

CONCRETE SURFACES EXPOSED TO GROUND, RAIN AND SEA WATER SHOULD
BE APPLIED WITH TWO LAYERS OF DAMP PROOFING AGENT.

-ALL CONCRETE ELEMENTS DESIGN CONFORMS TO BS8110
-MINIMUM COMPRESSIVE STRENGTH OF CONCRETE TO BE
 25N/sqm
-CONCRETE MIX RATIO  1:2:3
-MAIN REINFORCEMENT STEEL TO BE HIGH STRENGTH DEFORMED BARS.
-RIVER SAND AND GRANITE TO BE USED AS AGGREGATES.
-USE WATER FREE OF SALT AND OTHER IMPURITIES.
-ALL REINFORCEMENT SHALL BE SUPPORTED IN CORRECT
POSITION DURING CONCRETING BY USING SPACERS.
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d a t e :
p r o j e c t  n o :
s h e e t  n o :c h e c k e d  b y :

i n t . d e s i g n e r :

a r c h i t e c t : s t r. e n g :

s e r v. e n g :

d rw  b y :

p r o j e c t   t i t l e :s h e e t   t i t l e :

s c a l e :

STRUCTURAL DETAILS
DETAILED DESIGN, STRUCTURAL DRAWINGS
1:20 c l i e n t :

r e v i s i o n : 28-04-2013
CUS02-A02-302CUSTOMS OFFICE AND ACCOMODATION, HA.ULIGAMU

PROPOSED SINGLE STORY BUILDINGSHIYAZ

- - - E-04-

26-03-2013

05

CAST IN R/C GUTTER DETAIL
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Bottom of existing bldg wall

BOF of proposed bldg.

200x200x400 Solid masonry blocks to
retain soil at bottom to existing wall footing

EXCAVATION ALONG THE ADJACENT BUILDINGS SHALL BE DONE
IN PARTS SO AS TO PREVENT LOOSENING  OF SOIL FROM THE
BOTTOM OF EXISTING FOUNDATIONS. NO PARTIAL EXCAVATION
SHALL EXCEED A WIDTH OF 0.6M AT A TIME & MASONRY RETAINING
WALL MUST BE COMPLETED IMMEDIATELY AFTER THE EXCAVATION.
ALLOW AT LEAST 24HR INTERVALS BETWEEN EACH EXCAVATION.

Existing foundation

New foundation

Timber bracing

Angle bar bracing

MS sheet piled

embedded length at least 400mm
BOF of proposed bldg.

Bottom of existing bldg wall

NGL

WHERE FOOTINGS COINCIDE OR
FALLS ON THE SAME GRID

PROTECTION OF EXISTING WALLS ALONG
THE PERIMETER OF THE PROPOSED SITE

Done w/ consent of the owner

Adjacent
property

Adjacent
property
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-CONCRETE MIX RATIO  1:2:3
-MAIN REINFORCEMENT STEEL TO BE HIGH STRENGTH
DEFORMED BARS.
-RIVER SAND AND GRANITE TO BE USED AS AGGREGATES.
-USE WATER FREE OF SALT AND OTHER IMPURITIES.
-ALL REINFORCEMENT SHALL BE SUPPORTED IN CORRECT
POSITION DURING CONCRETING BY USING SPACERS.
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ALUMINUM CLADDING
REFER TO CLADDING DETAIL B

GENERAL NOTE:
1. NO BRANCH CONNECTIONS SHALL BE MADE BELOW GROUND,

WHERE EVER A BRACH CONNECTION IS NECESSARY AND
INSPECTION CHAMBER IS TO BE INSTALLED

2. INSPENCTION CHAMBER ARE TO BE VENTED TO NEAREST
INSPECTION CHAMBER (NOT SHOWN) OR VENT PIPE TO OUT
SIDE SHALL BE INSTALLED

3. ALL STORM WATER TO BE CONNECTED TO GROUND WELL
WHERE POSSIBLE

LEGEND:

CLEANING / RODDING EYE

FLOOR TRAP WITH GULLY

Ø50mm UPVC VENT PIPE

Ø40mm UPVC WASTE WATER PIPE

Ø100mm UPVC SEWAGE PIPE

INSPECTION CHAMBER

GENERAL NOTE:
1. ALL CONNECTIONS TO TOILETS / SINKS ARE Ø20mm HDPE PIPES

(UNLESS STATED OTHER WISE)
2. GATE VALVE TO BE INSTALLED IN EACH TOILET / SINK FOR

ISOLATION

LEGEND:

CLEANING / RODDING EYE

FLOOR TRAP WITH GULLY

SHOWER

BIDET SHOWER

FAUCET

GATE VALVE / BALL VALVE

ELECTRIC PUMP

HDPE FRESH WATER PIPE

HDPE WELL WATER PIPE

Ø100mm UPVC RAIN WATER DOWN PIPE

Ø50mm UPVC VENT PIPE

Ø40mm UPVC WASTE WATER PIPE

Ø100mm UPVC SEWAGE PIPE

INSPECTION CHAMBER

LEGEND:

ELECTRICAL DISTRIBUTION BOARD

FAN CONTROLLER

2WAY SWITCH SINGLE GANG
(UNLESS MENTIONED OTHERWISE)

1WAY SWITCH SINGLE GANG

13A X 1 GANG POWER SOCKET @ 300
FFL UNLESS STATED OTHERWISE

15A X 1 GANG POWER SOCKET @ CEILING
LEVEL

13A X 2 GANG POWER SOCKET @ 300
FFL UNLESS STATED OTHERWISE

DATA SOCKET (RJ45) @ 300 FFL
UNLESS STATED OTHERWISE

TELEPHONE SOCKET (RJ11) @ 300
FFL UNLESS STATED OTHERWISE

TV SOCKET (RF) @ 300 FFL UNLESS STATED
OTHERWISE

LEGEND:

ELECTRICAL DISTRIBUTION BOARD

FAN CONTROLLER

2WAY SWITCH SINGLE GANG
(UNLESS MENTIONED OTHERWISE)

1WAY SWITCH SINGLE GANG

13A X 1 GANG POWER SOCKET @ 300
FFL UNLESS STATED OTHERWISE

15A X 1 GANG POWER SOCKET @ CEILING
LEVEL

13A X 2 GANG POWER SOCKET @ 300
FFL UNLESS STATED OTHERWISE

DATA SOCKET (RJ45) @ 300 FFL
UNLESS STATED OTHERWISE

TELEPHONE SOCKET (RJ11) @ 300
FFL UNLESS STATED OTHERWISE

TV SOCKET (RF) @ 300 FFL UNLESS STATED
OTHERWISE

ELECTRICAL WIRING

STRIP OF LED LIGHT TO BE FITTED INSIDE
WALL LIGHT POCKET

LEGEND:

SMOKE DETECTOR

HEAT DETECTOR

MANUAL CALL POINT

FIRE ALARM BELL

MAIN FIRE PANEL

FIRE RESISTANT CABLE
(IN PVC CONDUIT)

OFFICE
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GROUND FLOOR SANITARY LAYOUT
DETAILED DESIGN, SERVICES DRAWINGS
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DETAILED DESIGN, SERVICES DRAWINGS
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CUSTOMS BUILDING SERVICES DRAWINGS
CUSTOMS, HA.ULIGAM, MALDIVES
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HOLLOW P.V.C SHEETS
ON TOP OF SHADING DEVICE

TENSION ROD

WOOD SHADING STRUCTURE
50X30 WOOD RAFTERS @150 C/C

RC PARAPET WALL

STEEL BRACKET

ROOF BEAM

13mm THICK PLASTERING ON 150mm
THICK SOLID BLOCK WALL

50X100 TIMBER

D3

FG FG

SECTION
D

E06
A10

E05
A10
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1800

12501800

2700

LYSAUGHT ROOFING SHEET OR EQUAL

50mm x 38mm TIMBER PURLINS

50mm THICK HEAT INSULATION WITH DOUBLE SIDED ALUMINIUM FOIL ON BOTH SIDES

50mm x 150mm TIMBER RAFTERS

WIRE TO HOLD THE PURLINS TO MAIN ROOF RAFTERS

25mm x 25mm TIMBER PURLINS @ 600 C/C

GYPSUM BOARD CEILING

0 0.2m 0.4m 0.8m0.6m 1.0m

ROOF AND CEILING - DETAIL 05
SCALE 1:20

0 0.2m 0.4m 0.8m0.6m 1.0m

CANTILEVERED PERGOLA - DETAIL 04
SCALE 1:20

0 0.2m 0.4m 0.8m0.6m 1.0m

CAST IN REINFORCED CONCRETE GUTTER - DETAIL 03
SCALE 1:20

0 0.2m 0.4m 0.8m0.6m 1.0m

SECURITY GUARD POST - DETAIL 07
SCALE 1:20

0 0.2m 0.4m 0.8m0.6m

ELEVATION E-05
SCALE 1:20

0 0.2m 0.4m 0.8m0.6m

ELEVATION E-06
SCALE 1:20

0 0.2m 0.4m 0.8m0.6m

SECTION D
SCALE 1:20

50 X 150 TIMBER RAFTER @900mm c/c

50 X 50 TIMBER PERLINES @ 600mm c/c

CAST IN RC GUTTER
REFER TO STRUCTURAL DETAILS
E-03

25 X 250 FASCIA BOARD

50mm GLASS WOOL (ONE SIDE WITH
ALUMINUM INSULATION)

50 X 100 WALL PLATE

ROOF BEAM

BLOCK WALL

550

150

32X32 TIMBER PLANKS

9MM PLYWOOD
WITH PAINT FINISH

INSULATION

0 0.1m 0.2m 0.4m0.3m 0.5m

HALL AND OFFICE DRY WALL - DETAIL 02
SCALE 1:10

04

50

T10@100C/C

150

800

0.2m 0.4m 0.8m0.6m 1.0m

PARTITION WALL ADMIN - DETAIL 01
SCALE 1:20
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R6 @150 C/C200

200

2T12

2T12 (THROUGH)

B1SUPPORT MID

2T12 (THROUGH)

R6 @150 c/c300

200

2T12 (THROUGH)

2T12 (THROUGH)

R6 @150 c/c300

200

2T12 (THROUGH)

45Ø BENDS AT THE END SUPPORT  = 12mm Ø (Ø =BARS DIAMETER)

REINFORCED CONCRETE NOTE:

CONCERETE COVER TO RFMNT:

RFMNT LAP LENGTHS:

WATER PROOFING:

CONCRETE SURFACES EXPOSED TO GROUND, RAIN AND SEA WATER SHOULD
BE APPLIED WITH TWO LAYERS OF DAMP PROOFING AGENT.

-ALL CONCRETE ELEMENTS DESIGN CONFORMS TO BS8110
-MINIMUM COMPRESSIVE STRENGTH OF CONCRETE TO BE
 25N/sqm
-CONCRETE MIX RATIO  1:2:3
-MAIN REINFORCEMENT STEEL TO BE HIGH STRENGTH DEFORMED BARS.
-RIVER SAND AND GRANITE TO BE USED AS AGGREGATES.
-USE WATER FREE OF SALT AND OTHER IMPURITIES.
-ALL REINFORCEMENT SHALL BE SUPPORTED IN CORRECT
POSITION DURING CONCRETING BY USING SPACERS.

FOOTING
TIE BEAM
FLOOR BEAMS
ROOF BEAMS
COLUMN
SLAB

50mm
40mm
40mm (TOP/BOTTOM/SIDES)
40mm (TOP/BOTTOM/SIDES)
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25mm (TOP/BOTTOM)
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contractors shall work from figured dimensions only.
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CAST IN R/C GUTTER DETAIL
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Bottom of existing bldg wall

BOF of proposed bldg.

200x200x400 Solid masonry blocks to
retain soil at bottom to existing wall footing

EXCAVATION ALONG THE ADJACENT BUILDINGS SHALL BE DONE
IN PARTS SO AS TO PREVENT LOOSENING  OF SOIL FROM THE
BOTTOM OF EXISTING FOUNDATIONS. NO PARTIAL EXCAVATION
SHALL EXCEED A WIDTH OF 0.6M AT A TIME & MASONRY RETAINING
WALL MUST BE COMPLETED IMMEDIATELY AFTER THE EXCAVATION.
ALLOW AT LEAST 24HR INTERVALS BETWEEN EACH EXCAVATION.

Existing foundation

New foundation

Timber bracing

Angle bar bracing

MS sheet piled

embedded length at least 400mm
BOF of proposed bldg.

Bottom of existing bldg wall

NGL

WHERE FOOTINGS COINCIDE OR
FALLS ON THE SAME GRID

PROTECTION OF EXISTING WALLS ALONG
THE PERIMETER OF THE PROPOSED SITE

Done w/ consent of the owner

Adjacent
property

Adjacent
property
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HOLLOW P.V.C SHEETS
ON TOP OF SHADING DEVICE

TENSION ROD

WOOD SHADING STRUCTURE
50X30 WOOD RAFTERS @150 C/C

STEEL BRACKET

50X100 TIMBER
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ENTRANCE DETAIL
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Frame :

Glazing :

Remarks :

FFL: FINISHED FLOOR LVL
FG:  FIXED GLASS
G:    GLASS
T:    TIMBER
L:    LOUVERED
EQ: EQUAL SPACING
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ALUMINUM CLADDING
REFER TO CLADDING DETAIL B

GENERAL NOTE:
1. NO BRANCH CONNECTIONS SHALL BE MADE BELOW GROUND,

WHERE EVER A BRACH CONNECTION IS NECESSARY AND
INSPECTION CHAMBER IS TO BE INSTALLED

2. INSPENCTION CHAMBER ARE TO BE VENTED TO NEAREST
INSPECTION CHAMBER (NOT SHOWN) OR VENT PIPE TO OUT
SIDE SHALL BE INSTALLED

3. ALL STORM WATER TO BE CONNECTED TO GROUND WELL
WHERE POSSIBLE

LEGEND:

CLEANING / RODDING EYE

FLOOR TRAP WITH GULLY

Ø50mm UPVC VENT PIPE

Ø40mm UPVC WASTE WATER PIPE

Ø100mm UPVC SEWAGE PIPE

INSPECTION CHAMBER

GENERAL NOTE:
1. ALL CONNECTIONS TO TOILETS / SINKS ARE Ø20mm HDPE PIPES

(UNLESS STATED OTHER WISE)
2. GATE VALVE TO BE INSTALLED IN EACH TOILET / SINK FOR

ISOLATION

LEGEND:

CLEANING / RODDING EYE

FLOOR TRAP WITH GULLY

SHOWER

BIDET SHOWER

FAUCET

GATE VALVE / BALL VALVE

ELECTRIC PUMP

HDPE FRESH WATER PIPE

HDPE WELL WATER PIPE

Ø100mm UPVC RAIN WATER DOWN PIPE

Ø50mm UPVC VENT PIPE

Ø40mm UPVC WASTE WATER PIPE

Ø100mm UPVC SEWAGE PIPE

INSPECTION CHAMBER

LEGEND:

ELECTRICAL DISTRIBUTION BOARD

FAN CONTROLLER

2WAY SWITCH SINGLE GANG
(UNLESS MENTIONED OTHERWISE)

1WAY SWITCH SINGLE GANG

13A X 1 GANG POWER SOCKET @ 300
FFL UNLESS STATED OTHERWISE

15A X 1 GANG POWER SOCKET @ CEILING
LEVEL

13A X 2 GANG POWER SOCKET @ 300
FFL UNLESS STATED OTHERWISE

DATA SOCKET (RJ45) @ 300 FFL
UNLESS STATED OTHERWISE

TELEPHONE SOCKET (RJ11) @ 300
FFL UNLESS STATED OTHERWISE

TV SOCKET (RF) @ 300 FFL UNLESS STATED
OTHERWISE

LEGEND:

ELECTRICAL DISTRIBUTION BOARD

FAN CONTROLLER

2WAY SWITCH SINGLE GANG
(UNLESS MENTIONED OTHERWISE)

1WAY SWITCH SINGLE GANG

13A X 1 GANG POWER SOCKET @ 300
FFL UNLESS STATED OTHERWISE

15A X 1 GANG POWER SOCKET @ CEILING
LEVEL

13A X 2 GANG POWER SOCKET @ 300
FFL UNLESS STATED OTHERWISE

DATA SOCKET (RJ45) @ 300 FFL
UNLESS STATED OTHERWISE

TELEPHONE SOCKET (RJ11) @ 300
FFL UNLESS STATED OTHERWISE

TV SOCKET (RF) @ 300 FFL UNLESS STATED
OTHERWISE

ELECTRICAL WIRING

STRIP OF LED LIGHT TO BE FITTED INSIDE
WALL LIGHT POCKET

LEGEND:

SMOKE DETECTOR

HEAT DETECTOR

MANUAL CALL POINT

FIRE ALARM BELL

MAIN FIRE PANEL

FIRE RESISTANT CABLE
(IN PVC CONDUIT)

OFFICE
ENTRANCE

ACCOMADATION ENTRANCE

E-A
A05

E-B
A05

GARAGE
ENTRANCE

A-04

BA C D

C1 D1

2

3

4

5

6

1

4A

B-04

14500
[47'-7"]

5699
[18'-8"]

2801
[9'-2"]

1200
[3'-11"]

3800
[12'-6"]

1000
[3'-3"]

18250
[59'-10"]

3000
[9'-10"]

4150
[13'-7"]

5650
[18'-6"]

2300
[7'-7"]

1150
[3'-9"]

2000
[6'-7"]
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DRY WALL

800

1300

1230

12mm THICK FIXED GLASS
PANELS

ALUMINUM FRAMING

EQ EQ EQ EQ EQ

FIXED GLASS FIXED GLASS FIXED GLASS FIXED GLASS FIXED GLASS
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HOLLOW P.V.C SHEETS
ON TOP OF SHADING DEVICE

TENSION ROD

WOOD SHADING STRUCTURE
50X30 WOOD RAFTERS @150 C/C

RC PARAPET WALL

STEEL BRACKET

ROOF BEAM

13mm THICK PLASTERING ON 150mm
THICK SOLID BLOCK WALL

50X100 TIMBER

D3

FG FG

SECTION
D

E06
A10

E05
A10

05

11 12 13 14
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1250

1800

12501800

2700

LYSAUGHT ROOFING SHEET OR EQUAL

50mm x 38mm TIMBER PURLINS

50mm THICK HEAT INSULATION WITH DOUBLE SIDED ALUMINIUM FOIL ON BOTH SIDES

50mm x 150mm TIMBER RAFTERS

WIRE TO HOLD THE PURLINS TO MAIN ROOF RAFTERS

25mm x 25mm TIMBER PURLINS @ 600 C/C

GYPSUM BOARD CEILING

0 0.2m 0.4m 0.8m0.6m 1.0m

ROOF AND CEILING - DETAIL 05
SCALE 1:20

0 0.2m 0.4m 0.8m0.6m 1.0m

CANTILEVERED PERGOLA - DETAIL 04
SCALE 1:20

0 0.2m 0.4m 0.8m0.6m 1.0m

CAST IN REINFORCED CONCRETE GUTTER - DETAIL 03
SCALE 1:20

0 0.2m 0.4m 0.8m0.6m 1.0m

SECURITY GUARD POST - DETAIL 07
SCALE 1:20

0 0.2m 0.4m 0.8m0.6m

ELEVATION E-05
SCALE 1:20

0 0.2m 0.4m 0.8m0.6m

ELEVATION E-06
SCALE 1:20

0 0.2m 0.4m 0.8m0.6m

SECTION D
SCALE 1:20

50 X 150 TIMBER RAFTER @900mm c/c

50 X 50 TIMBER PERLINES @ 600mm c/c

CAST IN RC GUTTER
REFER TO STRUCTURAL DETAILS
E-03

25 X 250 FASCIA BOARD

50mm GLASS WOOL (ONE SIDE WITH
ALUMINUM INSULATION)

50 X 100 WALL PLATE

ROOF BEAM

BLOCK WALL

550

150

32X32 TIMBER PLANKS

9MM PLYWOOD
WITH PAINT FINISH

INSULATION

0 0.1m 0.2m 0.4m0.3m 0.5m

HALL AND OFFICE DRY WALL - DETAIL 02
SCALE 1:10

04

50

T10@100C/C

150

800

0.2m 0.4m 0.8m0.6m 1.0m

PARTITION WALL ADMIN - DETAIL 01
SCALE 1:20

0

FC
EB
DA

FC
EB
DA

FC
EB
DA

2T12 (THROUGH)

R6 @150 c/c300

200

C1

2T12
R6 @150 C/C200

200

2T12

2T12 (THROUGH)

B1SUPPORT MID

2T12 (THROUGH)

R6 @150 c/c300

200

2T12 (THROUGH)

2T12 (THROUGH)

R6 @150 c/c300

200

2T12 (THROUGH)

45Ø BENDS AT THE END SUPPORT  = 12mm Ø (Ø =BARS DIAMETER)

REINFORCED CONCRETE NOTE:

CONCERETE COVER TO RFMNT:

RFMNT LAP LENGTHS:

WATER PROOFING:

CONCRETE SURFACES EXPOSED TO GROUND, RAIN AND SEA WATER SHOULD
BE APPLIED WITH TWO LAYERS OF DAMP PROOFING AGENT.

-ALL CONCRETE ELEMENTS DESIGN CONFORMS TO BS8110
-MINIMUM COMPRESSIVE STRENGTH OF CONCRETE TO BE
 25N/sqm
-CONCRETE MIX RATIO  1:2:3
-MAIN REINFORCEMENT STEEL TO BE HIGH STRENGTH DEFORMED BARS.
-RIVER SAND AND GRANITE TO BE USED AS AGGREGATES.
-USE WATER FREE OF SALT AND OTHER IMPURITIES.
-ALL REINFORCEMENT SHALL BE SUPPORTED IN CORRECT
POSITION DURING CONCRETING BY USING SPACERS.

FOOTING
TIE BEAM
FLOOR BEAMS
ROOF BEAMS
COLUMN
SLAB

50mm
40mm
40mm (TOP/BOTTOM/SIDES)
40mm (TOP/BOTTOM/SIDES)
30mm
25mm (TOP/BOTTOM)

contractors must check all dimensions on site.

contractors shall work from figured dimensions only.
discrepancies must be reported immediately to the architects.
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CAST IN R/C GUTTER DETAIL

200 200

200
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R6@150 C/C

2T12 (THROUGH)

2T12 (THROUGH)
R6@150 C/C
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T10@100
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Bottom of existing bldg wall

BOF of proposed bldg.

200x200x400 Solid masonry blocks to
retain soil at bottom to existing wall footing

EXCAVATION ALONG THE ADJACENT BUILDINGS SHALL BE DONE
IN PARTS SO AS TO PREVENT LOOSENING  OF SOIL FROM THE
BOTTOM OF EXISTING FOUNDATIONS. NO PARTIAL EXCAVATION
SHALL EXCEED A WIDTH OF 0.6M AT A TIME & MASONRY RETAINING
WALL MUST BE COMPLETED IMMEDIATELY AFTER THE EXCAVATION.
ALLOW AT LEAST 24HR INTERVALS BETWEEN EACH EXCAVATION.

Existing foundation

New foundation

Timber bracing

Angle bar bracing

MS sheet piled

embedded length at least 400mm
BOF of proposed bldg.

Bottom of existing bldg wall

NGL

WHERE FOOTINGS COINCIDE OR
FALLS ON THE SAME GRID

PROTECTION OF EXISTING WALLS ALONG
THE PERIMETER OF THE PROPOSED SITE

Done w/ consent of the owner

Adjacent
property

Adjacent
property
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HOLLOW P.V.C SHEETS
ON TOP OF SHADING DEVICE

TENSION ROD

WOOD SHADING STRUCTURE
50X30 WOOD RAFTERS @150 C/C

STEEL BRACKET

50X100 TIMBER
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Remarks :
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F.F.L

V1

ALUMINUM DOORS

05 no. (Grnd Flr.)

ALUMINIUM FRAME

REFLECTIVE GLASS PANELS

V2

ALUMINUM DOORS

04 no. (Grnd Flr.)

ALUMINIUM FRAME

REFLECTIVE GLASS PANELS

30
00 KEY

FFL: FINISHED FLOOR LVL
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-ALL CONCRETE ELEMENTS DESIGN CONFORMS TO BS8110
-MINIMUM COMPRESSIVE STRENGTH OF CONCRETE TO BE
 25N/sqm
-CONCRETE MIX RATIO  1:2:3
-MAIN REINFORCEMENT STEEL TO BE HIGH STRENGTH
DEFORMED BARS.
-RIVER SAND AND GRANITE TO BE USED AS AGGREGATES.
-USE WATER FREE OF SALT AND OTHER IMPURITIES.
-ALL REINFORCEMENT SHALL BE SUPPORTED IN CORRECT
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GENERAL NOTE:
1. NO BRANCH CONNECTIONS SHALL BE MADE BELOW GROUND,

WHERE EVER A BRACH CONNECTION IS NECESSARY AND
INSPECTION CHAMBER IS TO BE INSTALLED

2. INSPENCTION CHAMBER ARE TO BE VENTED TO NEAREST
INSPECTION CHAMBER (NOT SHOWN) OR VENT PIPE TO OUT
SIDE SHALL BE INSTALLED

3. ALL STORM WATER TO BE CONNECTED TO GROUND WELL
WHERE POSSIBLE
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Ø50mm UPVC VENT PIPE

Ø40mm UPVC WASTE WATER PIPE
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GROUND FLOOR FIRE PROTECTION LAYOUT
DETAILED DESIGN, SERVICES DRAWINGS
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CUSTOMS BUILDING SERVICES DRAWINGS
CUSTOMS, HA.ULIGAM, MALDIVES

00

0 1m 2m 4m3m 5m

AC LAYOUT
SCALE 1:100

OF
FI

CE
 E

NT
RA

NC
E

RAMP UP

contractors must check all dimensions on site.
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CEILING CASSETTE
TYPE INDOOR UNIT

WALL MOUNT
INDOOR UNIT

AC OUTDOOR UNIT

NOTE : ALL OUTDOOR UNITS TO BE INSTALLES ON THE ROOF

0504
06

2T12 (THROUGH)

R6 @150 c/c300

200

C1

2T12
R6 @150 C/C200

200

2T12

2T12 (THROUGH)

B1SUPPORT MID

2T12 (THROUGH)

R6 @150 c/c300

200

2T12 (THROUGH)

2T12 (THROUGH)

R6 @150 c/c300

200

2T12 (THROUGH)

45Ø BENDS AT THE END SUPPORT  = 12mm Ø (Ø =BARS DIAMETER)

REINFORCED CONCRETE NOTE:

CONCERETE COVER TO RFMNT:

RFMNT LAP LENGTHS:

WATER PROOFING:

CONCRETE SURFACES EXPOSED TO GROUND, RAIN AND SEA WATER SHOULD
BE APPLIED WITH TWO LAYERS OF DAMP PROOFING AGENT.

-ALL CONCRETE ELEMENTS DESIGN CONFORMS TO BS8110
-MINIMUM COMPRESSIVE STRENGTH OF CONCRETE TO BE
 25N/sqm
-CONCRETE MIX RATIO  1:2:3
-MAIN REINFORCEMENT STEEL TO BE HIGH STRENGTH DEFORMED BARS.
-RIVER SAND AND GRANITE TO BE USED AS AGGREGATES.
-USE WATER FREE OF SALT AND OTHER IMPURITIES.
-ALL REINFORCEMENT SHALL BE SUPPORTED IN CORRECT
POSITION DURING CONCRETING BY USING SPACERS.

FOOTING
TIE BEAM
FLOOR BEAMS
ROOF BEAMS
COLUMN
SLAB

50mm
40mm
40mm (TOP/BOTTOM/SIDES)
40mm (TOP/BOTTOM/SIDES)
30mm
25mm (TOP/BOTTOM)

contractors must check all dimensions on site.

contractors shall work from figured dimensions only.
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CAST IN R/C GUTTER DETAIL
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contractors must check all dimensions on site.

contractors shall work from figured dimensions only.
discrepancies must be reported immediately to the architects.
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SHORING DETAIL
DETAILED DESIGN, STRUCTURAL DRAWINGS
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Bottom of existing bldg wall

BOF of proposed bldg.

200x200x400 Solid masonry blocks to
retain soil at bottom to existing wall footing

EXCAVATION ALONG THE ADJACENT BUILDINGS SHALL BE DONE
IN PARTS SO AS TO PREVENT LOOSENING  OF SOIL FROM THE
BOTTOM OF EXISTING FOUNDATIONS. NO PARTIAL EXCAVATION
SHALL EXCEED A WIDTH OF 0.6M AT A TIME & MASONRY RETAINING
WALL MUST BE COMPLETED IMMEDIATELY AFTER THE EXCAVATION.
ALLOW AT LEAST 24HR INTERVALS BETWEEN EACH EXCAVATION.

Existing foundation

New foundation

Timber bracing

Angle bar bracing

MS sheet piled

embedded length at least 400mm
BOF of proposed bldg.

Bottom of existing bldg wall

NGL

WHERE FOOTINGS COINCIDE OR
FALLS ON THE SAME GRID

PROTECTION OF EXISTING WALLS ALONG
THE PERIMETER OF THE PROPOSED SITE

Done w/ consent of the owner

Adjacent
property

Adjacent
property
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footing of existing bldg

300mm x 6mm MS sheets piled into the
 ground over lapping each other

65 x 65mm angle bar bracing that is to be
removed before the backfilling and casting

columns 100 x 75 Timber bracing at both ends

400mm Embedded to the ground

Excavated 700mm below NGL
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