


OPTIONAL 
ENGINEERED 

PIPE 
OPENINGS for sleevs for 

existing services 

ENDS CAN BE ENGINEERED SKEWS TO ALLOW 
FOR CURVES IN CULVERT RUN - NO NEED FOR 
SECONDARY FILLER POUR. 

SKEWED 
ENDS 

TO FOLLOW ......... . 
RADIUS 

INTERLOCKING 
TOP SECTION 
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T16 @150c/c B/W T/B ,._______,�-1000---�,_

GRADE C35A 

Water Bar 
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T12 @150c/c B/W T/B 
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500mm THK Mass Concrete 1:2:5 T12 @lSOc/c B/W T/B 

PUMP STATION DETAIL 
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REINSTATE SURFACE 
TO MATCH SURROUND 

SELECTED ALL FROM EXCAVATE FIU MATERIAL 
AFTER 20mm SCREENING OUT STONES 

GRANULAR MATERIAL PIPE BEDDING 

uPVC GRAVITY SEWER/HOPE 
PRESSURE MAIN PIPE 

TRENCH & BEDDING DETAILS
Scale 1:20

600 DIA. DI COVER WITH RUBBER SEAL AND-, 
FRAME SET IN CONCRETE SURROUND '

R10 CONT. CHAMFER
ALL AROUND

COMPACT AND GRADE FILL
LOCALLY TO MATCH LEVELS

25MM LEAN CONCRETE &
DPM ON TOP

1000SO. 

,-130 X 80 BLOCK OUT FOR INSTALLATION OF DI
: COVER.FILL WITH C35/10 CONCRETE MORTAR

' g 
' -

RC CONCRETE SURROUND
(T10@150C/C B/W)

__ -:. -'"""- :-- -- -- ---- 600 mm RC Concrete wall (T10@150C/C B/W)

SELECTED FILL FROM EXCAVATE FILL
-- MATERIAL AFTER 20mm SCREENING 

OUT STONES
DN150 SHORT PIPE WITH RRJ FIXED-, �

TO MH BASE ADAPTOR WITH SWJ. 1 --+--��G�RO_U�NDWATER LEVEL (VARIES)

\\ 

OUTLET INLET 
:sz INVERT LEVEL (VARIES)

400MM LAYER 10MM GRANULAR
MATERIAL PIPE BEDDING

1 OOMM LEAN CONCRETE
\\ STRAIGHT PROFILE MAINTENANCE SHAFT BASE 

- FROM PE/PP TO SUIT DN150 uPVC SEWER MAIN

Note: 

ELEVATION - MAINTENANCE SHAFT FOR CULVERT (MH)
Scale 1 :20

1. All structural concrete shall be of grade C35A.
2. All castings shall be done using Sulpahte Resistant

Portland Cement to BS 4027:1996.
3. All structural reinforcement shall be epoxy coating

of non-pre-stressed reinforcement to 
ASTM-A775/A775M. 
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