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Outdoor IP Varifocal Camera

Specification

Camera Quality: 4 MP
Sensor: 1/2.5” Progress Scan CMOS
WDR: 120db
3-Axis Adjustments: | Pan: 0 to 355

Tilt: 0to 75

Rotate: 0 to 360
Focal Length: 2.8
Focus: Auto
Lens Type: Motorized
Video Compression: | H.265/H.264
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Indoor Dome IP Camera

Specification
Camera Quality: 3 MP
Sensor: 1/3” CMOS/CCD
Night Vision: Required
Physical Type: Dome
DC Input: DC 12V
InfraRed (IR) range: | 30 meters
' PoE capability: 802.3 af
DC Input: DC 12V
Video Compression: | H.264 / MPEG4
Frame Rate: Upto 30fps @ 1080p
Alarm Trigger: Motion detection, tampering alarm, network disconnect, IP address conflict,
storage exception
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Network Video Recorder
Specification
IP Video Input: 24 POE port
Video Interface: HDMI, VGA
Recording Resolution: 1080p
Output Resolution: 1080p/60Hz
Decoding Formats: H.264 / H.264+ / H.265 / H.265+
Synchronous Playback: | 24-channel
HDD Included: 2 x 4TB SATA (Surveillance Hard Drive)
Network Interface: 1 x RJ45 1000M
Lens Type: Motorized
Video Compression: H.265/H.264
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