RCC FOUNDATION

20 NR'S OF 0.75’
DIA-IN-PLACE
CHEMICAL-BOND
ANCHOR BOLTS & NUTS
WITH STANDARD BOLT-ON
ANCHOR SADLES

CAPACITY=100m

36" ® SHELL MANWAY
WITH BOLT-ON HINGED
COVER

VENTILATOR WITH
GALVANIZED BIRD SCREEN

oy

24" SQUARE ROOF
MANWAY WITH LOCKABLE
HINGED COVER

EXTERNAL CAGED LADDER
WITH LOCKABLE HOOP

250mm ¢ SINGLE FLANGED
NOZZLE FOR INLET (TOP)

RAIN WATER HOLDING TANK
#5754mm, HEIGHT = 4600mm

20" DAl MUSHROOM /<

63mm ¢ SINGLE FLANGED NOZZLE
FOR DRAIN OUTLET (BOTTOM)

ROLLED TAPERED PANELS

(STEEL) EXTERIOR WALL,

EXTERIOR FINISH COAT

(LIGHT GREEN-RAL6019)

FUSION BONDED EPOXY
=, POWDER COATING

SC=X
S-01

63mm ¢ SINGLE
FLANGED NOZZLE FOR
OUTLET (BOTTOM)

250mm ¢ SINGLE FLANGED
NOZZLE FOR INLET FLOW (TOP)

2%

LIQUID LEVEL INDICATOR WITH GAUGE BOARD,
& HIGH VISIBILITY TARGET-FULL TRAVEL—
METRIC DISPLAY (MECHANICAL, FLOAT-TYPE)

RAIN. WATER HOLDING TANK & FOUNDATION PLAN

TANK INTERIOR

5754

FULL DECK
PERIMETER

GUARDRAIL

12
g

\g\ | —=250mm ¢ SINGLE
e FLANGED NOZZLE

20" DAl MUSHROOM |18] o j\FOR OVERFLOW (TOP)

VENTILATOR WITH

GALVANIZED BIRD — 250mm ® SINGLE

SCREEN == FLANGED NOZZLE
an FOR INLET (TOP)

ROLLED TAPERED

PANELS (STEEL) Eil

EXTERIOR WALL,
EXTERIOR FINISH
COAT (LIGHT GREEN
—RAL6019) FUSION

~=1—LIQUID LEVEL INDICATOR
WITH GAUGE BOARD,

BONDED EPOXY

T [ & HIGH VISIBILITY
POWDER  COATING =3 g TARGET—FULL TRAVEL—
METRIC DISPLAY
(MECHANICAL, FLOAT
3 is ~TYPE)
(%)
© 1]
4= 20 NR'S OF 0.75'
L e
%EEQAW%GED ANCHOR BOLTS &
R AT oo i NUTS WITH STANDARD
BOLT-ON
]lEE!‘“\ ANCHOR SADLES
[T] 3mm ¢ SINGLE
== FLANGED NOZZLE
) (] FOR OUTLET
36" ¢ SHELL MANWAY [T (BOTTOM)
WITH BOLT-ON HINGED [T
COVER (5]
(@
[T9)
<
6354
LOT OF 4 MIL POLYTHENE SHEET BETWEEN —

—TANK FOUNDATION

HILTI HIT RES00
(SEE HILTI
INSTRUCTION)

Il
+450(F L) \
I 4

[Te]
T~
3 nos. T20~—|__| ﬁ\ i :\ —+—DPC (POLYTHEME MEMBRANE 500 GUAGE)
ST—" |k BETWEEN SLAB & HARDCORE FILLING
o) 6354
T10 @150 c/c BW
- o
LS TOP & BOTIOM 5754
N ™ 1 0
% i 3 WELL COMPACTED 175 THK. RCC SLAB = T10 @150 c/c 110 @150 c/c
2nos. 12 HARDCORE FILLING 'M f /f TOP & BOTTOM TOP & BOTTOM
SIDE FACE BARSAY 7/ —T10 @150 ¢/c 1 7 7 I
ON BQTH FACE | STEP. +0006L)
| ™—450x600 | v
3 nos. T20 N 2
/ S P RCC RING BEAM WELL COMPACTED 450x800%
450 100 HARDCORE FILLING RCC RING BEAM
100 [HK. PCC ‘ | 710 LINKS 300 c/c —1 {
! 250 1‘/ 5500 1 VIVEK V. PAGNIS
D ETA' I__A 5950 | STRUCTURAL ENGINEER
\ j TENDER PURPOSE

TANK FLOOR

IBRE BOARD 12.7mm THK.
& 4 MIL POLYTHENE SHEET

OP OF FOUNDATION
75mm THK. RCC SLAB

FOUNDATION & FIBERBOARD/TANK BOTTOM

LOT OF 1/2" THICK ASPHALT IMPREGNATED FIBERBOARD
BETWEEN TANK BOTTOM & CONCRETE FOUNDATION

RAIN_ WATER HOLDING TANK & FOUNDATION—ELEVATION

NOTES:—

1. ALL DIMENSIONS ARE IN MILLIMETRES AND ALL
LEVELS AER IN METRES, UNLESS OTHERWISE
NOTED.

2. DRAWINGS ARE NOT TO BE SCALED. ONLY
WRITTEN DIMENSIONS ARE TO BE FOLLOWED.

3. ALL CONCRETE WORK SHALL BE DESIGN
GRADE C30.

4. BLINDING CONCRETE WORK SHALL BE
GRADE C10.

5. ALL STRUCTURE WORK SHALL CONFORM TO
BS 7668. GRADE 46A/ASTMA36. ALL
STRUCTURAL MEMBERS SHALL BE HOT DIP
GALVANIZED AND PAINTED AS PER
SPECIFICATIONS.

6. STEEL BARS DENOTED "T" SHALL BE HYSD
BARS OF GRADE 460 CONFIRMING TO BS 4449

7. NET SBC OF 15T/SQM IS CONSIDERED IN THE
DESIGN.

8. CLEAR COVER TO REINFORCEMENT
—40mm
—25mm

a. BEAM
b. SLAB
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TYPICAL DRAWING OF RAW WATER STORAGE TANK
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