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TYPICAL FENCE DETAIL
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PVC Coated chain link fencing
net,mesh size 50mm x 50mm
20 gauge or equivalent

38mm GI PIPE ,2nos (welded)

NOTE : REQUIRED HINGES AND
LOCKING SYSTEM SHOULD BE
PROVIDED

38mm Gl PIPE
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38mm Gl PIPE,2nos(welded)
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GROUND LEVEL

GATE DETAIL
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300x300x300 concrete footing

TENDER PURPOSE

1.

ALL DIMENSIONS ARE

IN MM UNLESS AND OTHERWISE SPECIFIED.
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PROGECT

PROVISION OF RAINWATER HARVESTING SYSTEM IN 8 ISLANDS

DESCRIPTION

DATE
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T CONSULTANCY SERVICES FOR DESIGN AND SUPERVISION OF RAINWATER HARVESTING
SYSTEM IN GA. NILANDHOO, GA. MAAMENDHOO, GA. KONDEY, GDH. NADELLA,
GDH. HOADEHDHOO, GDH. FIYOARI, GDH. RATHAFANDHOO, GDH. FARESMAATHODAA,
MALDIVES [PACKAGE - 5]

REVISION

CONSULTANT
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[57€] SHAH TECHNICAL CONSULTANTS PVT. LTD., INDIA

IN ASSOCIATION WITH

DEVELOPMENT TECHNOLOGIES MALDIVES, MALDIVES
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